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1
Introduction
1.1 Scope of the thesis
In this work colloidal depletion interactions are studied in a quiescent state and under shear
flow by means of total internal reflection microscopy (TIRM). Depletion interactions are very
weak, entropy driven forces [1], which arise when two or more colloidal particle species are
mixed. The first theoretical studies were done by Asakura and Oosawa [2, 3]. The interest
in depletion forces is driven by the fact that they are able to influence phase behaviour and
self organisation of synthetic and natural colloidal systems [4]. In general, depletion forces
are so small that they are difficult to measure by conventional methods such as atomic force
microscopy (AFM) [5, 6] or optical tweezers [7]. TIRM is one of the most sensitive methods
to probe depletion interactions in colloidal systems [8–10].
This thesis starts with an overview of the fundamental forces acting on a colloid close to a
wall (chapter 2). Electrostatic interactions, gravitation, van der Waals forces, and a simple de-
pletion theory are derived for a colloidal sphere in the vicinity of a surface. These theoretical
foundations are used as models to fit experimental potentials. Chapter 3 introduces the ex-
perimental methods used in this thesis and provides an illustration of the nature of evanescent
illumination. The TIRM setup is explained in detail in conjunction with the data evaluation.
Sample preparation, measurements of the properties of the used samples, as well as advantages
and drawbacks of the employed experimental systems are further discussed in chapter 3. Meth-
ods for characterizing samples and cleaning procedures are discussed. In chapter 4, where the
results of the thesis are presented, first experiments suggest that using standard TIRM meth-
ods result in artifacts when applying a shear flow and trapping the probe particle with optical
tweezers at the same time. A significant advancement of this thesis is the modification of the
setup in order to remove the unwanted influence of the tweezers when shearing the sample.
1
2 1.1. SCOPE OF THE THESIS
This artifact could be exploited in designing a method to measure shear–induced and maybe
free rotational diffusion of a spherical colloid by means of TIRM.
Following the development of the setup for the shear affected measurements, the effect
of rod–like and platelet shaped depletant agents on the sphere–wall interaction potential are
studied. Information about interaction potentials is crucial for the understanding of the bulk
behaviour of polymer or colloidal suspensions. Depletion offers a simple way to tune inter-
action potentials and thereby provide control of phase behaviour and organisation of colloidal
crystals [11]. A question yet little investigated is, how depletion is influenced by external force
fields, in particular shear gradients. The use of video microscopy techniques such as particle
tracking, enables the measurement of multiple probe particles in the field of view. Further-
more, a shear field, created by flowing solvent through a flow cell, can be generated without
any restriction to the maximum flow rate. Total internal fluorescence microscopy (TIRF) mea-
surements [12, 13] are made possible without the use of the optical tweezers, providing an
increased signal to noise ratio and decreased dependence on the probe particle size.
Static measurements of depletion interaction have to be performed first as reference, in
order to understand shear induced changes in sphere–wall interaction potentials. In this work
fd virus [14] as rod–like depletant is used. Fd is a bacteriophage in the shape of a long, thin,
rigid, nearly monodisperse rod. The depletion behaviour of fd virus is studied over a wide
range of depletant mass concentrations in the quiescent state and under flow. In particular,
the influence of the finite flexibility of the fd virus is investigated by comparison to a virus
mutant, Y21M, which is three times stiffer than the natural virus. The results are compared
to theoretical predictions for the depletion caused by long thin rods and literature. Different
probe sphere sizes are employed to elucidate a breakdown of the predicted depletion behaviour
at high fd mass concentrations. A more detailed analysis of the measured potentials hints
at the possibility that fd virus never causes pure depletion behaviour, since the data always
deviate from the predictions at short distances. Measurements in shear fields using fd virus as
depletant give no solid indication of any effect on the depletion interaction created by a shear
gradient.
After studying the depletion behaviour of fd virus, another type of depletant agent is intro-
duced. Platelet induced depletion is investigated on a model system consisting of moderately
polydisperse silica coated gibbsite platelets. The platelets are first characterized by TEM
measurements. Following TIRF measurements offer the first time a way to measure depletion
potentials induced by platelets. To account for the polydispersity of the platelets, a theoret-
ical description for infinitely thin, monodisperse, circular platelets has to be extended. Such
modifications make it possible to infer the size distribution by a simple scattering experiment.
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Experiments in an applied shear gradient seem to show a reduction of the depletion strength
of the platelets with increasing shear rate until the depletion is completely suppressed. For
platelet concentrations exceeding the overlap concentration several times, the behaviour is
different and corresponds to the observations made with fd virus.
1.2 Motivation
Colloidal systems are prevalent in many commercial and industrial products such as paints,
cosmetics, food, lubricants, liquid crystal displays and colored glass. Understanding, char-
acterizing, and tuning the properties of colloidal systems is therefore important for industrial
applications. Colloidal systems are not limited to artificial systems as they are also ubiquitous
in nature. Blood is a colloidal suspension. Some viruses or bacteria may be modelled by the-
ories developed for colloidal suspensions. Even proteins and the inner workings of cells are
colloidal systems in a broader sense. Clays and sandy suspensions are another class of natu-
rally occurring, non biological colloidal systems. Knowledge about non–biological systems is
equally important to the biological ones, for example for petroleum production.
Phenomena dealing with Brownian particles of microscopic size are summarized in the field
of soft condensed matter, which is a subset of condensed matter physics. In condensed matter
physics single atoms and their interplay in solid states are hard to observe and characterize. In
contrast, modelling crystals by usage of colloidal particles is comparatively easy and helps to
develop a better understanding and extent theoretical concepts in the field of classic solid state
physics such as phase transitions in metal alloys or the effect of defects in crystal lattices. The
word soft in soft condensed matter is coined by the fact that many of the investigated systems
are indeed not solid, like gassy dispersions (fog), granular matter (sand), mud or dust.
In order to understand colloidal behaviour, knowledge of the so–called pair interaction po-
tential is crucial. Pair interaction potentials govern the stability and phase behaviour of col-
loidal suspensions [15]. To infer interaction potentials between colloidal particles, different
principle approaches are feasible: observing macroscopic phenomena such as segregation, ag-
gregation, or phase transitions by scattering techniques or by analysing the macroscopic me-
chanical properties found by rheological measurements, which could yield information about
the particle-particle interaction potentials. These indirect observations deliver only an esti-
mate, since a prohibitively large number of factors affect the measured properties. Therefore,
these approaches are mostly used to test if some heuristically designed products fulfills the de-
sired expectations [16–18]. Tailoring the properties of new materials requires a more accurate
way of determining the interactions between colloidal particles directly. Historically, the only
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access to information about pair interaction potentials has been via scattering techniques, like
light scattering [19–21]. The resulting structure factor of a colloidal suspension can be related
by means of Fourier transformation to the pair correlation function. Here, the pair correlation
function is a measure for the pair interaction potentials, which may be inferred with some
theoretical input. However, deriving interaction potentials from scattering methods always
requires model assumptions, and therefore is prone to misinterpretations, necessitating more
direct methods to measure interactions: for instance the surface force apparatus (SFA) [22],
optical tweezers [7, 23, 24], atomic force microscopy [25] (AFM) and total internal reflection
microscopy (TIRM). Of these, TIRM [26, 27] is the most sensitive, also TIRM has the added
benefit of being completely contactless [28] and is especially suited to measure weak interac-
tions. A few examples of the interaction types that have already been investigated by TIRM
are van der Waals forces [29], critical casimir forces [30, 31] and colloidal depletion inter-
action [32–34]. TIRM is an extremely sensitive method to measure sphere–wall interaction
potentials, which can be easily connected to the interaction between two colloidal particles. It
thereby offers an accurate way to directly study colloidal interaction, otherwise inaccessible
by experimental methods. Due to these advantages TIRM is the method of choice in this work.
Depletion forces are of particular interest in biological, and a wide range of technical appli-
cations, due to their high degree of tunability [33]. They are used to govern self–organization
or to induce phase transitions such as crystallization of proteins [35, 36] and aggregation of
colloids [37]. Prominent examples of depletants are spheres and rods [38, 39], because they
are theoretically well described [3, 40]. For technical and industrial applications though, a
common choice of a depletant is a polymer, such as dextran [41] or polyethylene oxide [42],
since they are in comparison much easier to synthesize. Polymers, however, are rather ineffec-
tive depletant agents compared to anisotropic colloids such as rod–like or plate–like particles.
This ineffectiveness is due to the fact that the depth of the potentials is dictated by the number
density and shape of the depleting particle species. In the extreme case of depletion caused
by very thin long rods, aside from the number density, only the length governs the strength
of the depletion forces. Long rods therefore show very strong depletion effects at low mass
concentrations as compared to polymers or other spherical objects of the same size dimension
and mass concentration. Depletion interaction potentials caused by colloidal rods have been
measured directly [43–47]. As an experimental system, fd virus represents a model for rigid,
long, thin, and monodisperse rods [48] with high aspect ratio.
Many studies have focussed on the behaviour of rods. This thesis represents a natural pro-
gression in this regard, extending many of these prior studies. In contrast, rigid colloidal
platelets have not yet been investigated in a direct depletion study, although platelets are
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widely present in nature (clay minerals, red blood cells to name a few) and can be synthe-
sized in a controlled manner in the laboratory (mixed metal hydroxides, gibbsite). The most
prominent examples of colloidal platelets are natural clays [49], which are widely used as rhe-
ological modifiers for surface coatings, paints, and drilling fluids [50–52]. Their rheological
applications are based on their microscopic structural properties originating from the highly
anisotropic shape of the colloids and the inter–particle interactions. However, due to the flex-
ibility and the large polydispersity in both size and shape, clay particles are hard to describe
theoretically [49]. With the emergence of synthetic systems, analytical theories for plate–like
depletant may now be tested.
A further, field of interest is the influence of external force fields on the depletion interaction
of colloids. It is known, for instance, that rod–like colloids, such as fd virus may be aligned
in strong magnetic field, electrical field or a shear gradient. While experimentally obtainable
magnetic fields are usually weak and electrical fields are strongly screened by solvents con-
taining ions, shear is almost always relevant in a colloidal system. As long as a system is
not completely quiescent, shear forces provide a mechanism to induce alignment of asymmet-
rical colloids. These alignments are interesting for meta–stable equilibria or induced phase
transitions. Although, it is certainly not trivial to draw conclusions, which are relevant for
colloidal ensembles under shear, from potential data obtained with a single particle, the effect
of a shear gradient on the depletion potentials of single particles may shed some light on these
many body processes.

2
Fundamentals
This chapter will repeat the most basic theoretical concepts needed, in order to explain and
understand the measured phenomena. Colloidal interactions between two colloids and a col-
loid and a wall will be discussed. A simple depletion theory will be derived and the general
idea behind depletion interaction will be explained. Furthermore, the fundamental concept of
the measurement method will be shown.
2.1 Particle–Wall interactions
In this part some of the most important interactions between a wall and a colloidal particle
shall be briefly discussed, as they are essential to understand potentials or rather interaction
energies near a surface. During the experiments in general a charged spherical polystyrene
particle, floating above a like charged, plane glass surface is observed. Therefore, at not too
small separation distances, the forces on the particle are governed by screened electrostatic
interaction, so called double layer interaction and the effect of gravitation in combination with
light pressure when using optical tweezers. If a particle comes very close to the wall (below
50 nm), usually some effect of van der Waals forces can be found. External force fields or the
addition of a depletant agent will have an extra contribution to a measured potential.
2.1.1 Gravitation and light forces
The gravitational force of the earth’s gravitational field acts on all colloidal particles. But if
particles become too small, usually Brownian motion becomes dominant, so that the particles
won’t sediment. The probe particles, which are going to be used for the experiments, are in
general large enough to be influenced by gravity. Their buoyancy corrected weight force is
given by
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Figure 2.1: For a particle, which has a
higher refractive index than the surround-
ing medium, the tweezers’ laser beam is
refracted by a spherical particle in the
sketched way. Exemplary two rays (1,2)
are picked and the momentum transferred by
refraction of these rays onto the sphere is
shown. For the case, where the sphere is
slightly misaligned with respect to the center
of the Gaussian intensity distribution of the
tweezers laser, ray 2 impinges with higher
intensity and therefore the difference of the
momenta p2′ −p2′′ before and after refrac-
tion of a photon is greater than that of ray 1.
In this situation the total transfered momen-
tum Δp has a component pulling the sphere
back into the center of the Gaussian beam.
FG =Vp (ρp−ρs) ·g (2.1)
where Vp is the volume of the particle, ρp its mass density, ρs the mass density of the solvent
and g = 9.81 m/s2 the acceleration of gravity. For a bare particle the gravitational force is
the only contribution driving the particle to the wall. On the other hand, when working with
optical tweezers [53,54], there will be another component pushing it towards the wall, namely
the light pressure of the optical trap. Traps used with TIRM employ a low numerical aperture
objective, thereby only creating a two dimensional trap. This means there will be no part of the
trapping force in perpendicular direction to the wall, dragging the particle into the focal point
of the laser beam. The acting forces can be explained by simple ray optics (see Figure 2.1).
When the particle is in the center of the light field of the laser beam, which has a Gaussian
intensity distribution, it’s only propelled in the direction of the Poynting–vector and the exerted
light force is proportional to FL ∝P/c withP the power of the tweezers laser and c the speed
of light in vacuum. Yet for the case, where the particle is slightly misaligned with respect to
the center of the intensity distribution, the momentum transfered onto the particle is different
for ray 1 and ray 2 of the light field, being refracted by the sphere (see Figure 2.1). Looking
at the difference of the two momenta reveals that the particle is always pulled into the center
of the intensity distribution and pushed along the propagation direction. Actually, there will
be a second refraction when the beam leaves the particle, but the principle concept stays the
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same. A detailed description of low numerical aperture optical tweezers can be found in the
pioneering work of A. Ashkin [53]. The tweezers’ effect on TIRM measurements has been
studied extensively by Walz et al. [54].
As long as the particle is safely trapped in the center of the optical trap, the potential or
energy contribution forcing the particle towards the wall is a linear term consisting of the
weight force and the radiation pressure.
Wgrav(h) = FG ·h+Rsphere
P
c
·h (2.2)
The constant Rsphere is a proportionality constant, connected to the Fresnel coefficients for
reflection/absorption of the spheres and h the distance from the surface of the wall to the
surface of the sphere.
2.1.2 Double layer forces
In order to do experiments the probe particles will need some kind of stabilization to pre-
vent sticking. Here, mainly charge stabilized particles are used. These particles have surface
groups, which dissociate ions in a polar solvent, exposing a charged surface, which is repelled
by other particles or like charged walls. This prevents the particle from sticking when pushed
to the interface by gravitation or the optical tweezers. Furthermore, aggregation of the parti-
cles is avoided. In this section the screened Coulomb interaction between a sphere and a wall
will be derived to be later used as a model to fit a potential.
2.1.2.1 Screened Coulomb potential of a planar wall
The electrostatic potential, ψ(x), created by an infinitely expanded, charged, planar wall in
an electrolyte solution shall be derived. This is somewhat different from the case in vacuum
or a solid dielectric, since the ions in solution are allowed to move freely. These conditions
necessitate to make some assumptions in order to solve the Poisson equation analytically. One
of these assumptions is that the ions of an electrolyte obey a Boltzmann distribution (eq. 2.3).
Boltzmann’s law combined with the Poisson equation (eq. 2.4) is generally referred to as the
Poisson-Boltzmann equation (eq. 2.5).
∑
i
ρ i(x) =∑
i
ρ i0e
− zieψ(x)kBT (2.3)
ρ i(x) is the ion concentration at distance, x, from the wall, ρ i0 the corresponding bulk ion
concentration of ion species i, ψ(x) the potential, e the elementary charge and zi the valency.
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Figure 2.2: The left picture shows a schematical depiction of a sphere surrounded by coun-
terions and electrolyte ions at a distance, h, from the like charged wall. The right graphs
describe the electrostatic potential at distance, h, for a weakly charged system in front of a
planar wall for a 0.1 mM 1:1 electrolyte (top), and the corresponding ion density distribution
along the surface normal (bottom).
The potential can be derived by solving the Poisson–Boltzmann equation. In the following
summations will be implicitly done when there are indices. For an infinitely expanded wall
the problem is one dimensional, so that the Poisson equation becomes
d2ψ(x)
dx2
=−zieρ
i(x)
ε0ε
. (2.4)
Taking the derivative of eq. 2.3 and substituting with eq. 2.4 yields
dρ i(x)
dx
= −zieρ
i
0
kBT
e−
zieψ(x)
kBT︸ ︷︷ ︸
− ε0εkBT
d2ψ(x)
dx2
dψ(x)
dx
, with
d3ψ(x)
dx3
=
1
2
d
dx
(
dψ(x)
dx
)2
= − ε0ε
2kBT
d
dx
(
dψ(x)
dx
)2
. (2.5)
Provided that ψ(∞) = 0, integrating this from ∞ to x immediately leads to
ρ i(x)−ρ i0 =
ε0ε
2kBT
(
dψ(x)
dx
)2
(2.6)
where ρ i0 is again the bulk density of one electrolyte species at infinite distance. In order to
solve eq. 2.6, a concrete situation has to be assumed. The simplest one is a monovalent 1:1
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electrolyte, where only two ion species with valency, z+/− = ±1, and the same bulk density,
ρ+/−(x), have to be considered. For this case eq. 2.6 reduces to
ρ−(x)+ρ+(x)−2ρ0 = ε0ε2kBT
(
dψ(x)
dx
)2
, with eq. 2.3
ρ0
(
e
eψ(x)
kBT + e
−eψ(x)
kBT −2
)
=
ε0ε
2kBT
(
dψ(x)
dx
)2
ρ0
(
e
−eψ(x)
2kBT − e
eψ(x)
2kBT
)2
=
ε0ε
2kBT
(
dψ(x)
dx
)2
8ρ0kBT
ε0ε
sinh2
(
eψ(x)
2kBT
)
=
(
dψ(x)
dx
)2
,
which finally gives
dψ(x)
dx
=±
√
8ρ0kBT
ε0ε
sinh
(
eψ(x)
2kBT
)
. (2.7)
The positive solution is unphysical and will be disregarded. Now the only thing left to do is to
solve this differential equation. To do so, y= eψ(x)/2kBT is substituted, so that
dy
dx
=
e
2kBT
dψ(x)
dx
. (2.8)
Inserting eq. 2.8 in eq. 2.7 results, after some reforming, in
dy
sinh(y)
=−
√
2e2ρ0
ε0εkBT
dx. (2.9)
In eq. 2.9 the inverse Debye length, κ =
√
e2∑i ρ i0/ε0εkBT , can be identified. The Debye
length is a measure for the range or the screening of the potential in electrolyte solutions. In
order to solve the differential equation both sides are integrated.
∫ y
ys
dy′
sinh(y′)
= −
∫ x
0
dx′κ (2.10)
The solution to this differential equation is found by using a tabulated integral:
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ln
(
tanh(y/2)
tanh(ys/2)
)
= −xκ
tanh(y/2) = tanh(ys/2)︸ ︷︷ ︸
γ
e−κx (2.11)
where ys = y(0). For the final steps the inverse of the hyperbolic tangent will be used.
tanh−1 (X) =
1
2
ln
(
1+X
1−X
)
(2.12)
With this inverse function and the use of the Taylor expansion (γe−κx  1) to the first order
eq. 2.11 further simplifies to
y= ln
(
1+ γe−κx
1− γe−κx
)
≈ ln(1+2γe−κx)≈ 2γe−κx. (2.13)
Lastly, this gives the electrostatic potential at distance, x, for an infinitely extended plate in a
monovalent 1:1 electrolyte.
ψ(x) =
4kBT
e
tanh
(
e
2kBT
ψ0
)
e−κx (2.14)
If the surface potential,ψ0, is smaller than kBT , the term may even be further approximated by
expanding the tanh into a Taylor series, leaving only eq. 2.15.
ψ(x)≈ ψ0e−κx (2.15)
This so called Debye–Hückel limit is a good approximation for low potentials (ψ0 ≤ 25 mV),
respectively weakly charged systems at high temperatures. Further, it is the model used to cal-
culate the potential in Figure 2.2. The term electric double layer actually stems from more
elaborate theories [55, 56], where ions of opposite charge are predicted to condense on a
charged surface, thereby creating two layers. For the data gathered in this thesis, the model,
presented here, is more than sufficient.
In order to establish a connection to the surface charge of the wall, the boundary condition
of electroneutrality is utilized. The following relation is known as the Grahame equation. The
charge on the surface of the wall has to cancel out with the charge in solution:
σ =−
∫ ∞
0
dx′zieρ i(x′)
(2.4)
= εε0
∫ ∞
0
dx′
d2ψ(x′)
dx′2
=−εε0 dψ(x)dx
∣∣∣∣
x=0
(2.16)
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Figure 2.3: Change of the electrostatic potential in a gap between two plates, surrounded by
an electrolyte solution when the gap–width is decreased. Boundary conditions have always
to be met, which causes the potential derivation to become zero in the middle of the gap. The
surface potential, ψ0, stays constant and is independent of the gap–width
In the case of a monovalent 1:1 electrolyte the derivation of the potential is already known
(eq. 2.7), so the surface charge, σ , becomes
σ = εε0
√
8ρ0kBT
ε0ε
sinh
(
eψ0
2kBT
)
(2.17)
and for low potentials this may be further simplified to
σ = εε0κψ0. (2.18)
For further details, it is referred to standard literature [57, 58].
2.1.2.2 Interaction energy between two planar walls
Now that an expression for the electrostatic potential of a planar wall in an electrolyte solution
is known, the energy required, bringing two plates within a distance, D, can be calculated. The
ions will be regarded as an ideal gas and they are thought to exert a pressure on the plates. This
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pressure will be different in the gap between the plates than it is outside, therefore resulting
in a pressure difference or osmotic pressure, Πi, leading to a net repulsion or attraction of the
plates. An expression for the osmotic pressure can be constructed from the Gibbs–Duhem
relation (eq. 2.19) and the chemical potential, μ , for electrolyte solutions [57] (eq. 2.20).
Throughout the derivation, it is assumed that the charge on the surfaces of the plates doesn’t
change at any time and the system is in thermodynamic equilibrium.
μiNi =Ui+ΠiVi−TSi (2.19)
μi = zieψ(x)+ kBT lnρ i(x) (2.20)
Here, Ni is the number of ions of species i, zi the ion valency, Ui the internal energy, T the
temperature of the system, Si its entropy and ρi(x) the ion density. Provided that the tempera-
ture is constant, the total differential of the chemical potential is given by eq. 2.19, leaving for
dU = 0 and dT = 0 only eq. 2.21.
dμi = dΠi
Vi
Ni︸︷︷︸
1/ρ i
(2.21)
In combination with the total differential of eq. 2.20 this leads to
dμi = ziedψ(x)+ kBT
dρ i(x)
ρ(x)
⇒
dΠi = ρ i(x)
[
ziedψ(x)+ kBT
dρ i(x)
ρ i(x)
]
. (2.22)
In order to find the pressure on one of the plates, eq. 2.22 is integrated. The pressure in the
gap between the two plates is given by integrating the right hand side from infinity to D/2.
∫ D
∞
dx′
dΠi(x′)
dx′
=
∫ D/2
∞
dx′ρ i(x′)zie
dψ(x)
dx′
+ kBT
∫ D/2
∞
dx′
dρ i(x′)
dx′
(2.23)
Inserting eq. 2.4 here and defining that Π(∞) = 0, this results in:
Πi(D) =−εε02
(
dψ(x)
dx
)2∣∣∣∣∣
x=D/2
+ kBT
(
ρ i(D/2)−ρ i0
)
(2.24)
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In equilibrium, the boundary conditions dictate that the osmotic pressure is the same every-
where. In order to exploit the symmetry (see Figure 2.3), the middle of the gap is chosen to
determine the osmotic pressure, where dψ(x = D/2)/dx = 0, so that at distance, D, of the
plates the pressure becomes
Πi(D) = kBT
(
ρ i(D/2)−ρ i0
)
. (2.25)
For a monovalent 1:1 electrolyte eq. 2.6 and eq. 2.7 are compared to yield
(
ρ i(x)−ρ i0
)
= 4ρ0 sinh2
(
eψ(x)
2kBT
)
≈ ρ0
(
eψ(x)
kBT
)2
. (2.26)
Inserting this into eq. 2.25 gives
Π(D) =
ρ0e2ψ(D/2)2
kBT
. (2.27)
Having already calculated the potential, ψ˜(x), for a single infinitely expanded wall (eq. 2.14),
that can be inserted in eq. 2.27, realizing that ψ(D/2) = 2ψ˜(D/2) and provided that linear
superposition of potentials holds for not too small gap widths D.
Π(D) = 64kBTρ0 tanh2
(
eψ0
2kBT
)
e−κD (2.28)
Up to now only the osmotic pressure acting on the plates is known. In order to calculate the
energy per surface area an integration over D has to be performed.
wWWel (D) =
∫ D
∞
dD′Π(D′) =−64kBTρ0
κ
tanh2
(
eψ0
2kBT
)
e−κD (2.29)
To transfer this result to the interaction energy of a sphere and a wall, the Derjaguin approxi-
mation (eq. 2.30) is applied [59, 60].
FSW (D)≈ 2πRwWW (D) (2.30)
with
FSW (h) =−∂W
SW (h)
∂h
(2.31)
The approximation holds for distances D= h R and κ−1  R, where R is the radius of the
sphere. By integration the interaction energy between a sphere and a wall is found to be
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WSWel (h) =
128πRkBTρ0
κ2
tanh2
(
eψ0
2kBT
)
e−κh (2.32)
which will usually will be applied in a simplified form.
WSWel (h) = Be
−κh (2.33)
2.1.3 van der Waals forces
Van der Waals forces will only play a negligible role in the experiments, performed in the
course of this work. Yet they are ubiquitous and dominating colloidal interactions at short
separation distances. Van der Waals forces stem from interactions between dipoles and are
present in any kind of material. Generally three types of dipolar interaction are distinguished:
forces between permanent dipoles, forces between induced dipoles and dispersion forces. Dis-
persion forces are found to exist everywhere and are the dominating type. They are the result
of quantum mechanical fluctuations within the dipole moment of individual molecules. Al-
though most elements or compounds carry no permanent dipole moment, only their time av-
eraged dipole moments are zero. In the event that two molecules come close enough to each
other, the fluctuating dipole moments may start to influence each other, giving rise to a non
vanishing dipole moment of the two molecules. In turn this results in an interaction force
between the molecules. These forces are usually short ranged, but will show different distance
dependencies between macroscopic bodies with respect to the chosen geometry.
2.1.3.1 Dipole forces between a sphere and a wall
To calculate van der Waals interaction in colloidal systems, the interfaces and particles are
thought to be assembled of infinitesimal units each obeying the attractive power law expected
to be valid for a single molecule [57] (eq. 2.34).
w(r) =−C
r6
(2.34)
here C is some proportionality constant, which depends on the physical properties of the
molecule and r the distance between two molecules. In the following, the interaction between
a sphere and a wall shall be derived. First, the potential of all dipoles of an infinitely expanded
planar wall at distance, D, acting on a single dipole is calculated (see Figure 2.4). In order
to do so, the implicit assumption of pair–wise additivity has to be made. Integration over the
whole wall volume is done by dividing the wall into infinitesimal ring volumes dV = 2πxdxdz
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Figure 2.4: Illustration of integrations used to sum up all single molecule contributions. The
left picture shows the chosen integration to find the contribution of an infinitely extended wall
by integrating over ring volumes, while the right geometry shows the situation, where the
interaction energy of a large sphere with a wall is derived by integration.
(see Figure 2.4). In each volume dN = dVρ molecules have to be considered, where ρ is the
molecules’ number density.
w˜(D) = −
∫
V
dV
C
r6
= −2πCρ
∫ ∞
D
dz
∫ ∞
0
dx
x
(x2+ z2)3
=
2πCρ
4
∫ ∞
D
dz
1
(x2+ z2)2
∣∣∣∣∣
∞
0
= −2πCρ
4
∫ ∞
D
dz
1
z4
= −πCρ
6D3
(2.35)
Eq. 2.35 describes the potential energy a single molecule experiences at a distance, D, from
the wall. To extend this to the potential energy for a whole sphere with radius R, an integration
over all molecules within the sphere at distance, D, has to be done. To keep the integration
simple, only large spheres will be regarded (D  R). When doing the integration the sphere
is viewed as being composed of infinitesimal thin discs with thickness dz, which gives for
the volume element dV = πx2dz = π(2R− z)zdz ≈ 2Rzdz (see Figure 2.4). This assumes
that only the dipoles at z R contribute significantly to WSWvdw, which is justified by the 1/D3
dependence.
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WWSvdw(D) = ρ
∫ ∞
0
dzw˜(D+ z)2Rz
= −πCρ
2
6
∫ ∞
0
dz
2Rz
(D+ z)3
=
−π2ρ2CR
6D
(2.36)
To get the result, a tabulated integral is used. It can be seen that the distance dependence goes
with 1/D, which is quite different from the case of single molecules. The only unknown left
is the proportionality constant C.
For brevity’s sake AH = π2Cρ1ρ2 is identified as the Hamaker constant [61], named after H.
C. Hamaker. It turns out that pair–wise additivity, which was assumed for the integrations, is
generally not fulfilled, because a third dipole close to two others normally alters the interaction
drastically, so that only very diluted gases may interact in the described way. Furthermore, the
outlined model would only be valid in vacuum and not for interactions within a dielectric
medium like a solvent. However, a more thorough derivation shows that the functional form
of the interaction (eq. 2.36) is retained and the Hamaker constant can be derived by Lifshitz
theory, a continuum theory, avoiding the problem of additivity altogether. In this case, the
dielectric properties of the media are used to infer the Hamaker constant. To avoid the quite
extensive derivation only an approximate result of Lifshitz theory is given here. For a more
rigorous treatment it shall be referred to the book of Isrealachivilly and other works [57,58,61].
AH ≈ 34kBT
(
ε1− ε3
ε1+ ε3
)(
ε2− ε3
ε2+ ε3
)
+
3hνe
8
√
2(
n21−n23
)(
(n22−n23
)
(
n21+n
2
3
)1/2 (n22+n23)1/2 [(n21+n23)1/2+ (n22+n23)1/2] (2.37)
The Hamaker constant is composed of two terms: The first one containing ε1, ε2, the static
dielectric constants of two objects and ε3 the static dielectric constant of the surrounding
medium, representing the contribution of static dipoles. The second term describes the influ-
ence of fluctuation forces or dispersion forces, which are dominant in most cases except for
materials with a strong permanent dipole moment. In the second term the refractive indices
are given by ni =
√
εi
ε0 (ε0 vacuum permittivity). For metals the quantity, νe, is the so called
plasma or Langmuir frequency of the material, above which the metal becomes transparent:
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νe =
√
nee2
ε0me
(2.38)
where ne is the electron density and e the elementary charge. It also has to be noted that the
mass me is not necessarily the mass of a free electron, but an effective mass. For typical dielec-
tric materials the frequency ve is attributed to the dominant absorption in the UV region of the
electromagnetic spectrum and is of the order of 1015 Hz. With the knowledge of the Hamaker
constant the van der Waals potential is completely defined. For most materials the Hamaker
constant is very small (AH = 10-20 J ≈ 3 kT), which explains the negligible contribution of van
der Waals forces at higher distances. As a final remark, it has to be said that the result is only
a crude approximation and the Hamaker constant is not really a constant, but rather depends
on the distance, too. For the performed experiments van der Waals forces do no contribute
significantly for distances greater than 50 nm, while being difficult to quantify with TIRM for
lower distances [29].
2.1.4 Depletion forces
Depletion forces arise when two or more types of particles are mixed in a suspension. For
the sake of simplicity only a binary mixture of small and large particles, interacting solely
by hard body interaction will be considered. Due to purely geometric reasons the smaller
particle species (depletant) will be expelled from a volume around the larger particles and the
walls of the container. This volume is called depletion zone. If two of the large particles
approach each other or such a particle approaches a wall and comes within a distance, which
is of the dimension of the smaller particle size, the depletion zones of the two objects start
to overlap. As a consequence the total volume accessible to the smaller particles increases,
thereby increasing the entropy of the whole system. This increase in entropy leads to an
attractive force acting on the larger particles, the so called depletion force, which is limited
in range to the size of the depletant. There is also another way to look at depletion forces,
which provides a more intuitive picture of the phenomenon. When two of the larger particles
come close to each other, the smaller particles are expelled from the created gap. The lower
depletant agent number density in the gap creates an imbalance of momentum transfered onto
the larger particles, caused by constant collisions between depletant and large particles. Due
to the lower particle density in the gap the large particles are pushed towards each other.
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2.1.4.1 Depletion caused by rigid rods
In order to calculate the entropic forces caused by a rod–like depletant, in the simplest model
the rod system is approximated by an ideal gas. In this picture rod–rod interactions are disre-
garded, which is justified for dilute suspensions. As soon as the depletion zones of two objects
overlap, the total excluded volume shrinks, which is connected only to a change of Helmholtz
free energy, ΔF , attributed to an ideal gas.
ΔU = ΔQ+ΔW = TΔS−ΠΔV = 0 (2.39)
The internal energy shall be constant, so that the pressure is connected to the entropy.
ΔF = ΔU−TΔS= 3
2
ρkBΔT −ρkBTΔV (2.40)
Actually, the pressure is viewed as an osmotic pressure, Π= N/VkBT , while ΔV is the differ-
ence in excluded volume. With the assumption that the system has a fixed temperature, T , this
simplifies to
ΔF =−ρkBTΔV ⇔WWWdep (D) = ρkBT (Vex (D)−Vex (D= ∞)) (2.41)
In the following, the change of the Helmholtz free energy will be identified as the depletion
potential WWWdep (D) or rather the interaction energy. A geometry has to be chosen to specifi-
cally calculate the depletion potential. The mathematically easiest case are two infinite walls,
which are brought close to each other. For this situation the potential depends on the separa-
tion distance, D, of the plates (walls) and the bulk depletant density ρ = N/V . The range of
the potential is given by the rod length. For distances larger than the rod length, L, no force
on the plates is exerted.
In a first step the excluded volume for a rod caused by a wall at infinite distance to the
other wall will be calculated. Here, the excluded volume is the volume prohibited to a rod’s
center of mass, given a certain orientation of the rod. Thus, this is synonymous to a reduction
of the rod’s rotational freedom when the rod approaches a wall. In order to find the volume,
inaccessible to a rod near a wall, the rod’s center of mass is moved towards the wall, while
successively more volume is blocked by the wall as the rod tries to sample all possible angles
around its center of mass. For each step, dz, towards the wall an infinitesimal volume, dV =
(L/2)2 sin(θ)dθdz, with the shape of a spherical shell becomes inaccessible to the rod (see
Figure 2.5). The total excluded volume at infinite wall separation distance is given by an
CHAPTER 2. FUNDAMENTALS 21
Figure 2.5: Illustrative sketch to derive the depletion potential caused by rigid rods. The
right picture shows the integration limits for deriving the excluded volume caused for a rigid
thin rod by a single wall. Any other interface shall be infinitely far away. The total excluded
volume is four times the volume found by the integration [two rod ends, two wall surfaces]
(mushroom like shape below the picture). The left picture shows what changes when a second
wall is present. The two walls restrict the motion of one rod in the same way, at the same time,
so that the total excluded volume actually becomes smaller, compared to the single wall case,
as the walls get closer.
integration over z from 0 to L/2 with the angle, θ , limited by the points where the rod touches
the wall (cosθ = 2z/L).
V ′ex (D= ∞) =
L2
4
∫ L/2
0
dz
∫ arccos(2z/L)
0
dθ sin(θ)
∫ 2π
0
dϕ
=
πL2
2
∫ L/2
0
dz
(
1− 2z
L
)
=
πL2
8
·L (2.42)
The integral only accounts for one side of a single plate, while the rod will be stopped from
entering the excluded volume at both its ends. This means the calculated volume has to be
multiplied by four (two sides, two ends) to yield the full excluded volume due to one wall at
infinite separation distance.
Vex (D= ∞) = 4V ′ex (D= ∞) (2.43)
If two plates come within a distance D < L the excluded volumes of the two plates overlap.
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Because the motion of a rod is already restricted by one of the two plates, the overlapping
volume is effectively subtracted from the total excluded volume. The total excluded volume
caused by one of the walls inside the gap shrinks upon approach of the plates until it com-
pletely vanishes, as soon as the walls touch (because the interface disappears). Its value for
one plate may be inferred from a rod confined in the gap. For each distance, D, the rod will be
prohibited to enter a distinct volume. The calculation is performed in the same way as in the
case of infinite distance, but the upper integration limit for z is set to D/2, which accounts for
the overlap.
V ′ex (D) =
L2
4
∫ D/2
0
dz
∫ arccos(2z/L)
0
dθ sin(θ)
∫ 2π
0
dϕ
=
πL2
2
∫ D/2
0
dz
(
1− 2z
L
)
=
πL2
2
(
D
2
− D
2
4L
)
(2.44)
The total volume of one thin plate, with another close to itself, is described by
Vex (D) = 2V ′ex (D= ∞)+2V
′
ex (D) . (2.45)
This can be understood by looking at Figure 2.5. The side without a second wall stays un-
changed, so that the contribution here still is 2Vex(D = ∞). While the volume caused by the
interface facing the other wall is diminished, but still has to be accounted twice because of
the two ends of a rod. Now, by having an expression for the excluded volume of one wall at
infinite separation, while overlapping with another depletion zone, the difference in excluded
volume can be written down for each distance D.
Vex (D)−Vex (D= ∞) = 2V ′ex (D)−2V ′ex (D= ∞)
= πL2
(
D
2
− D
2
4L
− L
4
)
(2.46)
Knowing the volume difference (eq. 2.46), eq. 2.41 may be rewritten as follows:
WWWdep (D) = ρkBT
πL2
4
(
2D− D
2
L
−L
)
(2.47)
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Generally the energy per surface area, γWWdep , is given in literature. To get this eq. 2.47 is divided
by the area maximally covered by a rod when rotating
(
A= πL
2
4
)
.
γWWdep (D) =
1
2
ρkBT
(
2D− D
2
L
−L
)
(2.48)
For practical purposes the interaction energy between two plates is often not very useful.
Fortunately, the result can be transfered to the case of depletion between a sphere and wall by
use of the Derjaguin approximation (eq. 2.30).
WSWdep (h) = −πRρkBT
∫ L
h
dh
(
2h− h
2
L
−L
)
= −πRρkBT
(
h2− h
3
3L
−Lh+ L
2
3
)
= −π
3
RL2ρkBT
(
3h2
L2
− h
3
L3
− 3h
L
+1
)
= −π
3
RL2ρkBT
(
1− h
L
)3
(2.49)
The final expression may be rewritten to describe the sphere–wall depletion potential in de-
pendence of the mass concentration c= ρMrodNA . Here NA is Avogadro’s number and Mrod is the
molar mass of a rod.
WSWdep (h)
kBT
=−π
3
cNA
Mrod
RL2
(
1− h
L
)3
(2.50)
2.1.4.2 Depletion caused by infinitely thin platelets
For platelets the derivation of the depletion potential would require extensive calculation. The
principle though is the same as for the rods. Only the result for infinitely thin, circular discs of
diameter, d, worked out by Piech and Waltz [62], shall be given here. The expression is more
complicated than that for the rods, but still analytical. As for the rods, it is strictly valid only
for monodisperse particles, which is a criterion virtually impossible to meet for real platelets.
Later on it will be shown how to extend eq. 2.51 to apply also for polydisperse systems.
−
WSWdep(h)
kT
=
{
2
3πρNRd
2 f (h,d) for h≤ d
0 for h> d
(2.51)
ρN =
cplateNA
Mplate
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f (h,d) =
⎡
⎣3
2
h
d
arcsin
h
d
− 3
4
π
h
d
+
(
1+
1
2
(
h
d
)2)√
1−
(
h
d
)2⎤⎦
here d is the diameter of the discs, R the radius of the probe sphere, cplate the mass con-
centration of the platelets and Mplate their molar mass. In contrast to rods, platelets are a less
effective depeltant, since the number density is lower at the same mass density and comparable
size.
2.1.5 Total interaction energy between a sphere and a wall
When measuring the interaction energy of a sphere in front of a wall, the total potential or
interaction energy is given as a superposition of the acting forces, which were discussed earlier.
The full potential is therefore the sum of all those single contributions and may be written as
WSWtot = W
SW
el (h)+W
SW
vdw(h)+Wgrav(h)+W
SW
dep(h)
= Be−κh− AHR
h
−
[
4π
3
R3 (ρp−ρs) |g|+RspherePc
]
h+WSWdep(h). (2.52)
As long as the distances of the sphere from the wall is larger as 50 nm van der Waals forces
do not have to be accounted for in detail [63]. For a bare sphere the interaction potential
is described very well by a superposition of electrostatics and gravitation. When depletants
are added, they always cause an attractive, range–limited potential. A description in a closed
analytical form is only possible if the depletant has a distinct shape, such as spheres, rods or
platelets.
2.2 Total internal reflection
Total reflection happens when an electromagnetic wave hits the interface between two media,
which are generally transparent to the radiation, above a critical angle θc. Medium 1 has
to have a higher refractive index, n1, than medium 2, n2, for total reflection to occur. Total
reflection may be described as a form of refraction and thereby be explained by Snell’s law
(eq. 2.53).
n1 sinθ1 = n2 sinθ2 (2.53)
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Figure 2.6: The sketch shows two totally re-
flected light beams. The one, which comes
in just under the critical angle, θc, propa-
gates only along the interface. For higher
angles the beams show typical specular re-
flection, where the angle of incident is equal
to the angle of the reflected beam. Although
the beams are reflected and do not propagate
in the medium with the lower refractive in-
dex, n2, there is still an exponentially decay-
ing evanescent field. The propagating sinu-
soidal wave and the exponentially decaying
field are depicted in the lower part of the fig-
ure.
where θ1 is the angle between surface normal and ray before refraction, respectively θ2 after
refraction. As a criterion for total reflection θ2 has to be larger than π/2 respectively sinθ2
has to become zero when θ2 = θc.
sinθc =
n2
n1
(2.54)
The general solution to the wave equation for an electromagnetic wave shall stay unchanged,
so that a plane wave is sufficient to describe the reflection. Above the critical angle the wave
is no longer refracted, but reflected. Yet the Maxwell equations do not allow an abrupt end of
the wave field at the interface, so that the electromagnetic field reaches into medium 2 in form
of an evanescent wave. As pointed out, the field should still be described by a plane wave,
which is given by
E(r, t) = E0e−i(ωt−
k ·r) (2.55)
wherek = 2πn/λ · eˆk is the so called wave vector and ω the angular frequency of the light
wave. Here a two dimensional scenario will be analysed, in whichk has only two components,
given by ki =
∣∣∣k∣∣∣cosθieˆx+ ∣∣∣k∣∣∣sinθieˆy . In order to find the wave vector after traversing into
the optically less dense medium, Snell’s law is used.
cosθ2 =
√(
1− sin2 θ2
)
=
√√√√(1−(n1
n2
)2
sin2 θ1
)
= iZ (2.56)
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If the angle of incident is higher than the critical angle, the square root assumes an imaginary
value. Now it is possible to write down the wave function in medium 2.
E2(r, t) = E02e−iωteik(cosθ2x+sinθ2y) = E02e−iωte
−kZx+ik n1n2 sinθ1y (2.57)
Since electrical fields are hard to measure the field intensity is calculated.
I2(x) =
∣∣∣E2(x, t)∣∣∣2 = I02e−2kZx = I02e−βx (2.58)
Here, β , which is called the inverse penetration depth, can be identified.
β = 2kZ =
4πn2
λ0
√√√√((n1
n2
)2
sin2 θ1−1
)
=
4π
λ0
√(
n12 sin2 θ1−n22
)
(2.59)
The penetration depth, β−1, is the distance where the field intensity has dropped to 1/e of
its initial value. This simple derivation shows that the light field no longer propagates in
medium 2, but decays exponentially as an evanescent field when the light beam is shone onto
the interface at an angle, higher than the critical angle (see Figure 2.6).
3
Experimental methods
This chapter will line out the fundamentals of the experimental methods. Starting with a de-
scription and explanation of the total internal reflection microscopy (TIRM) setup with all its
components. Introducing the basic measurement principle, showing how evanescent illumi-
nation is utilized to gather information about sphere–wall interaction energies and giving a
sketch of the data analysis and data handling. Further presenting modifications made in order
to measure in a shear field and offer further automation.
Sources of measurement errors will be discussed and analysed, pointing out that it is rather
difficult to find a good estimate for the prevalent measurement errors, since the measurement
method relies on the measurement of probability distributions and not mean values. Lastly,
sample preparation and sample properties are discussed.
3.1 TIRM and data analysis
Total internal reflection microscopy (TIRM) is conceptually a simple microscopy technique
employing a special kind of illumination. It has been pioneered by Prieve et al. [26] and is one
of the most sensitive ways to measure sphere–wall interaction forces. The force resolution
is within the fN regime. Instead of looking at particles in bright field or any other kind of
established illumination, an evanescent wave (see section 2.2) is used. In contrast to standard
microscopy methods, where one is interested in the shape or structure of objects, with TIRM
scattering intensities are observed. Due to the evanescent nature of the illumination only
particles very close to the surface (within a few hundred nano metres) will scatter light from
the evanescent wave and therefore be visible. Different from the evanescent wave, used to
illuminate the particle, the light scattered by the particle will propagate through the solution,
creating a bright scattering point in front of a dark background. The particles’ scattering
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Figure 3.1: Typical intensity trace recorded by a PMT and tweezers trapping a R = 1.5 μm
polystyrene particle. The chosen sampling time is 2 ms with a total of 1 400 000 data points.
properties can be described by modified version of Mie scattering theory [64, 65]. In the
evanescent illumination field the scattered intensity of a particle, IS(h), decays exponentially
with increasing distance to the glass–liquid interface, provided that the evanescent field decay
can be described by an exponential [66–68] (see section 3.2.1).
IS ∝ Iill (3.1)
An expression for the intensity of the evanescent field has already been derived in section 2.2.
In consequence, the scattered intensity can be written, according to eq. 2.58 and 3.1, as
IS (h) = IS0e
−βh (3.2)
where h is the distance from the wall to the sphere surface and IS0 is the intensity of a particle in
direct contact with the wall. In other words, the intensity of a particle, which sticks irreversibly
to the wall. Evidently, eq. 3.2 is based on the assumption that the properties of the probe
particle do not change when it comes into contact with the wall. Namely, that it does not
deform and that there will be no coupling of dipole moments of sphere and wall, creating
averaged dielectric properties of the particle.
When doing a standard TIRM experiment, the intensity scattered by a single particle, un-
dergoing thermally induced motion normal to the wall and thereby sampling randomly all
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accessible energy states, expressed by the probability to attain a certain height, is measured
over a period of time. Usually a total of 500 000 intensities are recorded with a sampling rate
of generally 200 Hz or 500 Hz (see Figure 3.1) . During a measurement the particles’ lateral
diffusion is inhibited by the use of two dimensional optical tweezers (see sections 2.1.1 and
3.2.3). The gathered intensities can be transfered to height information if IS0 is known.
h=
1
β
ln
IS0
IS
(3.3)
Information about the interaction energy can be gained by exploiting the fact that under equi-
librium conditions the heights, and for that matter the intensities, have to follow a probability
distribution. That means that a certain elevation corresponds to a specific energy or state of the
probe particle. By virtue of an inversion of the probability distribution, the interaction energy
may be inferred by simply counting intensities. It has to be noted that the terms interaction
energy and interaction potential are often used synonymously, which is slightly misleading. In
thermal equilibrium one can utilize the fact that the particles perform their motion according
to Boltzmann statistics. The probability density, p(h), of finding a particle at an elevation, h,
can be written as,
p(h) =Cexp
(
−W
SW (h)
kBT
)
(3.4)
where WSW (h) is the sphere–wall interaction energy and C a normalization factor. Following
the analysis of Prieve [26], it is assumed that the probability of observing a given intensity is
equal to the probability of finding a particle at the corresponding elevation, i. e. p(h)dh =
p(IS)dIS. Together with eq. (3.2) this leads to,
p(h) =−β p(IS)IS(h). (3.5)
The probability density, p(IS), is determined experimentally as the histogram of the intensity
trace, assuming that the histogram (see Figure 3.2) of measured intensities, N(IS), converges
to p(IS) for small enough bins and a sufficiently large number of events. Dividing the resulting
probability density of heights p(h) by p(h0) one obtains,
ΔWSW (h) = ln
(
NmaxISmax
N(IS)IS
)
. (3.6)
Here Nmax is the number of counts in the histogram maximum, ISmax is the corresponding
intensity, ΔWSW (h) =WSW (h)−WSW (h0) and WSW (h0) is an arbitrarily defined value of the
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Figure 3.2: The recorded intensity trace is histogramized yielding a distinct distribution. In
this particular case the number of bins is set to nbin = 50.
potential minimum, which is located at h0. Up to this point no specification of the sphere–
wall potential’s functional form has been made. The only constraint of the method is that the
measured probe particles have to be in thermodynamic equilibrium. A point, which has to be
emphasized is that no absolute energies are accessible without defining a point of reference.
In the plots usually WSW instead of ΔWSW is written. A typical potential of a polystyrene
sphere with a diameter of D = 3 μm is shown in Figure 3.3. The potential is composed of a
superposition of an electrostatic potential and gravitational plus light contributions.
3.2 Setup
The TIR microscope (see Figure 3.4, components referenced in the text) is self–built from
standard microscopy components (Olympus), which are mounted on a X-95 rail system
(Linos). It consists of an infinity corrected 40x Olympus SLCPlanFl objective (6) with a
focal length of f = 6.5 – 8.3 mm and a numerical aperture, NA=0.55, followed by a dichroic
mirror (7) to couple in the 532 nm tweezers laser (Coherent Verdi V2) (4). A 50/50 beam split-
ter (8) equally distributes the light from the sample cell to a camera (Photometrics Cascade 1
K) (16) and a photomultiplier tube (PMT) (Hamamatsu H7421-40) (17). In front of the PMT
the parallel light rays from the objective are focussed on a pinhole (11) of 1 mm diameter by
a tube lens (13) with a focal length f = 150 mm. The pinhole is used as spatial filter. After
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Figure 3.3: Following the presented analysis, the histogram can be converted into a potential.
The data was taken from a D = 3 μm polystyrene sphere in 1 mM NaOH solution, trapped
at a tweezering power of 200 μW. The potential comprises electrostatic repulsion plus an
attractive, linear branch caused by gravitation and light pressure. The full line is just a guide
to the eye.
passing the pinhole a beam expander (12) widens the beam to supply homogeneous illumina-
tion of the photo cathode. In the light path to camera and the PMT band pass filters (9),(15)
(λpass = 633 nm) help to increase the signal to noise ratio (S/N > 100). These filters can be ex-
changed depending on the illumination wavelength and if the measurement will be performed
by recording scattered or fluorescent light. The sample cell is a quartz glass flow cell (QS137)
(5) from Hellma with a volume of 520 μL or 26 μL . Since it is completely made of glass,
it is very inert and contaminations of the cell are unlikely. For exchanging liquids during a
measurement series the cell is connected to a glass syringe equipped with a valve by highly
chemically resistive tubing (Tygon 2075 from Saint Gobain). The cell itself is mounted in a
copper holder, which may be connected to a thermostat to keep the cell at a desired, constant
temperature. The holder is moved by two linear micro meter tables (coherent) in order to find
a suitable particle inside the cell.
The illumination source (1) is a 15 mW HeNe laser ( λill = 632.8 nm, noise RMS < 0.20 %)
or a 10 mW diode laser (λill = 440 nm, RMS < 0.5 %) depending on the mode of opera-
tion (scattering/fluorescence). The beam shape is not altered before hitting the interface, so a
stretched Gaussian illumination spot is expected at the reflecting interface. By use of a polar-
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Figure 3.4: Schematic picture of the TIRM/TIRF setup. The components are annotated and
described in the text. Cell and illumination principle are highlighted, as is the beam expander
used to improve the signal quality by helping to illuminate a larger portion of the PMT cath-
ode. Particles with a distance of a few hundred nano meters from the surface are able to
extract energy from the evanescent wave and reemit it in form of a scattered light wave (or as
fluorescent light). This wave propagates in contrast to the evanescent field and is collected by
the microscope objective. The intensity of the scattered light has an exponential dependence
on the particle–wall distance.
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izer (2) it is assured that the laser light is p–polarized with respect to the glass–liquid interface.
As an additional measure, analyzers (10), (14) are placed in front of the detectors, so that only
p–polarized light can be detected. The lasers are mounted on a goniometer, which is driven by
a linear stepper motor. The linear motion of the stepping motor is transfered into an angular
motion by an excenter. The goniometer allows the angle of incidence, θi, to be set with high
accuracy and reproducibility. A prism (3) of BK7 glass from Edmond optics is attached to the
cell to enable total reflection conditions and the creation of an evanescent wave. A thin film of
immersion oil index matches possible gaps between prism and cell. The angle, θi, cannot be
set directly due to the shape of the prism, which causes an refraction at the prism air interface.
The deviation is corrected by a simple geometrical construction.
3.2.1 Polarized illumination
Fixing the polarization to a p–polarized state with respect to the reflecting surface ensures
that the reflectivity of the interface is minimal and therefore the illumination profile is really
given by an exponentially decaying evanescent wave. In order to exclude light, of which the
polarization might have been shifted in the light path, an analyzer in front of each detector is
used. The Fresnel coefficient for reflection of p–polarized light is considerably smaller than
that of s–polarized light. Therefore, polarizing helps to prevent reflections at the interface
originating from scattered light. The reflections might result in interferences between scattered
light of a particle and reflected light from the surface. Essentially, standing waves would form
between the probing particle and the wall, giving rise to constructive or destructive interference
with regard to the perpendicular particle position. Such an effect would then show as an
undulation in the potential, which would distort the real potential shape [66]. With p–polarized
light and the used penetrations depths it is unlikely for interference effects to play a role [69].
When doing fluorescent measurements, interferences are also less likely to have an influ-
ence, because fluorescence does not emit coherent light. Nevertheless, the particle scatters
light at the same time, so that there may still be an influence on the illumination profile and
through this on the fluorescence intensity, which is detected.
3.2.2 Detectors
In standard TIRM setups the acquisition of intensity traces is realized with the PMT (photo
multiplier tube). In the current setup the device produces TTL pulses according to the number
of photons registered in a given time interval (sampling rate), so that an intensity is measured
in form of a photon rate. The TTL pulses are recored by a digital counter card (National
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Figure 3.5: The interaction potential of a R = 1.5 μm polystyrene bead in 10-4 M NaOH is
measured simultaneously with the CCD–camera and the PMT. It is obvious that the potentials
are effectively identical. The shown errors are underestimated at higher distances, which
will be discussed in section 3.3. Even more, the error estimation is not entirely valid for the
measurement done with the CCD (the errors are underestimated).
Instruments NI-6602) and then processed by self made acquisition software. The software
allows to automate whole measurement series. With the employed PMT and the counter card
sampling rates up to 100 000 Hz can be reached. One drawback is that only an integrated
intensity is measured, which means that multiple particles present in the field of view will
result in a false potential. As pointed out, the problem is alleviated by the use of a pinhole as
spatial filter. Due to the spatial filtering, the PMT always requires optical tweezers to limit the
particle movement. This imposes a lot of restrictions, i.e. only one particle can be measured
at a time and no information about lateral diffusion can be gained. In order to remove these
restrictions, a highly sensitive EM-gain CCD (the EM-layer allows pre amplification of the
signals) is used in parallel to measure intensity fluctuations. The filter in front of the camera
can easily be removed and reinserted without disturbing the measurement process. In this
way it is possible to use the camera for adjustments and measurements without the need of
changing the setup. Potential measurements done with the camera agree very well with those
measured using the PMT (see Figure 3.5). The figure shows a slight upturn at higher distances
in the energy values for the measurement made with the CCD–camera. This is an effect of
poorer statistics, which is a result of the main drawback when using the camera – the lack of
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Figure 3.6: The power of the optical tweezers is measured after leaving the objective with
a simple power meter. Of course this doesn’t yield absolute power values due to various
losses, but delivers an estimate for the power of the tweezers. The stability of the tweezers
is determined by a long term measurement (more than 1 h) of the power. The power values
are histogramized showing a Gaussian distribution as expected. Mean value and standard
deviation are given.
acquisition speed. The data was taken simultaneously with the camera and the PMT, while
trapping only one particle with the optical tweezers. The camera can take pictures with a
minimum illumination time of 2 ms, but the readout time decreases the sampling rate to about
20 Hz. For the comparison an illumination time of 10 ms is chosen. The camera’s lack of
speed is made up for by the possibility of doing ensemble measurements (see section 3.2.5),
i.e. measurements with more than one particle in the field of view at the same time. For the
sake of clarity and to make the comparison as convincing as possible, the potentials shown are
based on data taken only from one particle, instead from multiple particles simultaneously. A
general point concerning the detectors is that overexposure has to be avoided. In case of the
PMT this leads to non linear amplification of the signal. And in the case of the CCD-camera
the pixels will give false values if the charge accumulation becomes to high (overfull electron
wells). In order to always operate in the optimal dynamic range of the camera or PMT, neutral
density filters can be placed in front of the illumination laser to attenuate the intensity. For the
camera also the illumination time can be decreased or the EM-gain turned off.
3.2.3 Optical tweezers
The realization of the optical tweezers shall be briefly discussed, since it will be later important
to understand as to why they cannot be used when measuring under shear flow. The physical
principle of optical tweezers has already been discussed in section 2.1.1. The laser light neces-
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sary for the optical tweezers is produced by a Coherent Verdi V2 frequency doubled solid state
Nd:Yag laser (λ = 532 nm). For this particular laser the available output powers tend to be
much higher than needed to operate optical tweezers. To overcome this problem the laser beam
is attenuated with a polarizer by exploiting Malus’ law (note the that the laser is pre–polarized)
prior to being used. After having been attenuated the laser is coupled into a high power, polar-
isation maintaining mono mode fiber (OZ optics: QPMJ-3AF3A-488-2.5/125-3AS-1), which
leads to the setup. Once the beam exits the fiber through a second fiber coupler, which recon-
stitutes a Gaussian beam, it is slightly widened to overfill the back–aperture of the objective.
Power stability of the tweezer is crucial, since instabilities have a direct influence on a poten-
tial measurement. Therefore, the power behind the objective is measured once, after setting up
the tweezers as a check with a power meter. Also the beam shape is checked for any deviation
from a Gaussian profile by looking at the reflection respectively the interference rings caused
by the reflected laser light in the camera picture. Admittedly, this is a rather crude way to
make sure ideal conditions are provided. First of all it is impossible to measure the absolute
power of the tweezers with the power meter alone, due to reflections and losses. But it is more
than sufficient to describe the change in power for the selected output powers or check the
power stability. Moreover, the performed checks are good enough for the rather simple type
of tweezers needed to hold a large colloidal particle. Still possible misalignment of the focus
of the tweezers has to be corrected. The position and shape of the tweezers’ focus point can
be adjusted by two linear micro meter tables, on which the fiber coupler, used to couple out
the light is mounted. Tilting this fiber coupler offers a further way to adjust the alignment of
the optical tweezers. The position of the laser spot in the field of view has to coincide with the
pinhole in front of the PMT to enable measurements. Power stability and power calibration
of the tweezers laser are performed after alignment and some exemplary results are shown in
Figure 3.6. The power stability is better than 0.5 % and the coupling through the fiber retains
the linear power dependence perfectly.
Power output is controlled by the measurement software via a RS232 link to the laser. This
has the advantage of being able to make scripted measurements, removing the requirement of
manually setting the output power.
If everything is set up in the correct way, the prediction of a linear potential contribution
should be fulfilled. Furthermore, the effective weight force should increase linearly with the
applied light power. As can be seen in Figure 3.7 the prediction is met. Indeed the weight
increases linearly for the shown measurement series. While looking at the weight force over
power dependency, one might be tempted to determine the real weight of the probe particle
by finding the intersection with the ordinate. But the found particle weight force of 12 fN is
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Figure 3.7: The interaction energy of R = 1.5 μm probe sphere with a glass wall in a 1 mmol/l
NaOH solution at room temperature is measured for various intensities of the tweezers (left
picture). With increasing power the particle seems to become heavier due to radiation pres-
sure. The weight force increases linearly with the applied power (right picture). In principle
it is possible to determine the real weight of the particle by finding the intersection with the
ordinate.
almost twice as high as expected (7 fN for a R = 1.5 μm polystyrene particle with a buoyancy
corrected mass density ρe f f = 55 kg/m3). The mismatch is due to the high uncertainty when
determining an intersection. While the slope of the fit has a realistic error the error on the
intersection is underestimated. Overall the stability of the measured potentials is very good
with the tweezers turned on. Keeping the particle in one place enables the use of a spatial
filter and suppresses lateral diffusion. Although spatial filtering and tweezering will have to
be abandoned in later measurements, the tweezers are a good tool when it comes to precise
single particle measurements (see section 4.2). When discussing measurement under flow, it
will be shown that having optical tweezers is only advantageous if no shear field is applied.
3.2.4 Realization of flow
One of the goals of this work was to integrate the ability to generate shear fields into the
TIRM setup. Most commonly shear is realised by using mechanical shear cells of various
geometries [70]. While the shear cell approach is well suited for rheological experiments, it
tends to be not precise enough when doing very sensitive force measurements such as TIRM
experiments. To achieve maximum accuracy and precision a very simple approach is chosen.
The general idea is to use earth’s gravitational field to generate a pressure difference between
in– and outlet of a flow cell. For moderate flow rates a laminar flow inside a flow cell with a
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defined geometry can be created. In the setup a glass flow cell is connected to a reservoir by
highly chemically resistive tubes. This reservoir is a syringe or burette filled with the sample
solution. They are also equipped with a valve to shut down the flow completely. If the valve
is opened the suspension will flow through the cell creating the desired flow field. At the end
of the tubes the flow is regulated by an electronic flow mass controller (Bronkhorst mini Cori
Flow) (see Figure 3.8).
The device is a combination of Coriolis flow meter, measuring the flow by looking at a
torque created due to Coriolis forces with a torsion balance, and an electronic valve. The
method of measuring the flow is insensitive to changes in viscosity or turbidity. The only
properties, which have to be known are the mass density of the liquid and its temperature. The
device is calibrated to the density of water (at 20◦C), which is close enough to all suspensions
used in the course of this work. But even correcting for solvents with a mass density different
to that of water is a trivial tasks. The inner electronic and logic of the device stabilizes the
flow with a magnetic needle valve. The flow through the flow meter can be monitored by a
computer connected to the device. The computer is also utilized for setting the flow rate and
checking if the flow has stabilized, which might take up to one minute. Using a computer
controlled valve allows the measurements to be further automated.
The current calibration of the flow controller offers to vary the flow rate from 0.02 g/min
to 2 g/min. As long as the flow inside the cell is laminar, the flow profile has a parabolic
shape and resembles a Poisseuille flow. The shear gradient close to the wall is approximately
linear and the shear rate thereby constant. Of course probe particles, which have a diameter
of several microns perturb the flow field, but it is expected that caused variations in the flow
profile are small and can be neglected. With this assumption the shear rate may be calculated.
Experimentally the mass flow rate is always given by the flow meter and the geometry of the
cell is known.
A one dimensional Poisseuille flow [71] is given by
v(z) =
1
2η
Δp/L︷︸︸︷
dp
dx
(
d2
4
− z2
)
(3.7)
where v(z) is the flow velocity, z the distance from the cell center to the wall, Δp the pressure
difference between cell’s in– and outlet, L the distance between in– and outlet, d the cell
thickness and η the zero shear viscosity of the liquid. With
v(z= 0) = v0 =
1
8ηL
Δpd2 (3.8)
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Figure 3.8: A laminar flow is produced by using the gravitational field of the earth. The
reservoir with the sample solution is placed at a sufficiently higher point (about 1 m) to create
the necessary pressure. The reservoir is connected to a flow cell with a thickness d = 0.1 mm
or 2 mm depending on the performed measurement. The shear rate scales approximately with
1/d2 in the vicinity of the wall. The mass flow is measured by a Coriolis flow mass controller,
which regulates the flow with an electronic needle valve. Inside the cell, close to the wall, the
created shear rate will be linear.
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eq. 3.7 can be simplified to
v(x) = v0
(
1− 4z
2
d2
)
. (3.9)
From the experiments only the mass flow, ΦM, through the cell is known, which can readily
be connected to the velocity in the cell by
ΦM = ρ
∫
A
v(z)dA= 2ρv0
∫ b
0
∫ d/2
0
(
1− 4z
2
d2
)
dxdz=
2
3
bdρv0 =
2
3
Aρv0 (3.10)
where b is the width of a cell (9 mm) and ρ the mass density of the liquid. Now the shear rate,
γ˙ , inside the cell in dependence of the distance from the wall can be derived.
γ˙ =
dv(z)
dz
=−v0 8zd2 =−8v0
(
d/2−h
d2
)
(3.11)
Of course this is only an approximation, because the flow profile changes not only with the
distance to the interface, but also with the lateral position inside the cell. Under the assumption
that the field of view is sufficiently far away from the cell walls, this effect should be small
and negligible. Furthermore, the particle is not considered and an undisturbed flow field is
assumed. But as to how the particle interferes with the profile is hard to determine.
Nevertheless, perturbation of the flow field by the probe particles is inevitable. Even with
standard shear cells this would be an issue. Compared to the shear cells, generating a shear
gradient in a flow cell by virtue of gravitation offers an easy, stable and precise way to change
the shear rate close to the wall. Using different cells opens the possibility to change the acces-
sible shear rate over a very wide range, while the setup has no sensitive moving, mechanical
parts.
3.2.5 Ensemble measurements
As already discussed (see section 3.2.2), the CCD camera allows to observe multiple particles
at the same time. More than that, it opens the possibility to measure at higher flow rates than
with tweezers. Using the optical tweezers, there is a limit to the force caused by a shear field,
which is allowed to act laterally on the particle before it is literally pushed out of the trap.
Measuring many particles simultaneously over a period of time will be called an "ensemble
measurement" of particles (this is different from the term used for thermodynamic ensembles).
To infer the sphere–wall interaction potential, the intensity traces of all particles in the field of
view are needed. The camera can record a movie respectively a series of images. Yet this only
yields images with the intensity of the particles encoded in the pixel’s contrast values. In order
CHAPTER 3. EXPERIMENTAL METHODS 41
Figure 3.9: When measuring with the camera particle tracking is performed to acquire the
individual intensity traces of the particles. To process the data and convert them into an
interaction potential, the single particle intensity traces are summed up to give an effective
single particle trace.
to gain information about the single particles, a way to discriminate between the individual
particles and convert the contrast values to some meaningful pseudo intensity has to be found.
Furthermore, to analyze the data gathered by TIRM or TIRF, it is necessary to define an
effective intensity trace. Treating a number of particles as effectively one particle implies that
the trace over time of the scattering intensity of one particle and the sum of the intensity traces
of many individual particles over a defined period of time are interchangeable. Essentially, this
assumes that all particles are identical or at least very similar in their behaviour, undergoing
uncorrelated movement.
For the purpose of calculating this effective single particle intensity trace and discriminating
between single particles in the pictures, all particles, i, in the field of view are tracked with a
particle tracking algorithm developed by John Crocker and David Grier [72] (see Figure 3.9).
The code not only yields the position on the CCD–chip, but also the intensity at any given
time. To compute an effective intensity trace the recorded particle traces are put through an
exclusion filter to remove false hits by checking the mean value and the variance of each
individual intensity trace. A selection window for the filter based on the most likely average
mean intensity of an individual trace, observed during an experiment is defined, allowing
a variation of 5 percent. The filtering helps to exclude particle close to each other or traces
distorted by particles stacked onto each other. Once the filter process is performed, all selected
intensity traces are summed up, Itot = ∑i Ii, to make up an effective single particle intensity
trace. Combining a number of particles into one effective particle, makes it possible to use
the standard method, described in section 3.1 to calculate the potential. Of course this method
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represents a form of averaging over many particles. Averaging leads to a higher uncertainty
when measuring a potential. In spite of that, the filtering ensures a reproducible potential
measurement. Naturally, one limitation of this method is that the polydispersity of probing
particles has to be low. Another point, which has to be noted, is that the illumination is
not completely homogeneous, but describes a stretched Gaussian intensity distribution on the
liquid–glass interface.
In spite of alle these points, it turns out that potential measurements with many particles are
feasible. Potentials do not change when a high number of particles is observed (see section
4.2.4). The probe particles should of course be as monodisperse in their properties as possible.
Otherwise only a fraction of particles would enter the analysis due to the filtering. For flow
measurements the number of particles, which has to be tacked is quite high (up to a few
thousand particles). The solution flows through the cell, particles enter the field of view, their
trajectory together with their intensity fluctuation are recorded by the camera and the data is
processed in the described way.
Nevertheless, when doing measurements under flow, it is not immediately obvious that
the inversion of probability distribution, used to infer the sphere–wall interaction potential
still works. Strictly speaking, particles in a shear gradient respectively in a flow field are
no longer in a thermal equilibrium. Yet a free particle close to a wall does not experience
any force normal to a wall if a flow field is applied. The argument for this reasoning works
as follows: if the particle experienced a normal force, it would describe a trajectory Δr =
r(t0 + t)−r(t0), which is influenced by the component normal to the wall. When inverting
the direction of time, meaning going from t to t0, the particle should return to its originr(t0).
But the acting normal force would point in the same direction due to symmetry reasons in
both time directions, so that the particle would not return to its original position. This is a
violation of time inversion, showing that there cannot be any normal force for a free particle
in a flow field. Without a normal force the probability distribution in z direction is not affected
by the flow field. Essentially, leaving the particle in thermal equilibrium when only looking
at the motion perpendicular to the wall. With this argument the standard method to calculate
a potential is still valid and can be applied to intensity traces acquired with a shear gradient
applied to the probe particles.
3.2.6 TIRF measurements
TIRF (total internal reflection fluorescence microscopy) is only a minor modification modifi-
cation to the standard TIRM method. Instead of normal polystyrene beads, fluorescent ones
are used. The illumination source (1) is exchanged with a laser of suitable wavelength, here
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Figure 3.10: Interaction potentials of green fluorescing R = 2.5 μm polystyrene beads in
10-4 M NaOH solution. The measurements are done successively with the camera by changing
the used filter. In case of the scattering measurement the fluorescence light is blocked by using
a band filter only allowing the laser wavelength to pass. The two potentials agree very well.
No sign of bleaching or saturation can be seen.
a 440 nm diode laser (see section 3.2). In addition, the band pass filter (14) (λpass = 633 nm)
is exchanged with an edge pass filter (chroma E515LPv2, λpass > 515 nm) blocking the ex-
citation wavelength. For detection the camera has to be used, because the optical tweezering
would lead to bleaching of the particles. In Figure 3.10 a comparison for a single R = 2.5 μm
green fluorescing polystyrene sphere (thermo scientific, G0500), between fluorescence and
scattering is given. It is obvious that the two measured potentials are virtually identical. There
are no signs of bleaching, which would manifest in a deformation of the potential. A crucial
requirement is that the fluorophore should never be completely saturated, because then the
exponential distance dependency of the intensity signal would no longer be valid. The data
shown in the example potentials are successively measured on one and the same sphere. Here,
only one particle is observed to yield a better comparability, but the observation of multiple
particles at the same time is possible as well. Measuring fluorescently offers the advantage
of being less dependent on the particle size as in the case of Mie–scatterers and it further in-
creases the signal to noise ratio (SN > 4000). The increase in signal to noise ratio is owed to
the simple fact that dirt or other particles in the solution won’t contribute to the signal when
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fluorescence light is detected. This will also be used later on to measure potentials in turbid
solutions.
3.3 Measurement errors and limitations
To account for the uncertainty inevitably attached to every measurement some reasonable
estimates for the occurring errors have to be made. Since effectively a probability distribu-
tion is measured, an error is hard to define. One source of error is certainly the fact that the
histogram does not properly converge to the actual probability distribution for intensities or
heights, which are not properly sampled due to deep potential wells. The PMT itself produces
an intrinsic error (background noise) on the measured photon frequency, ΔIS, which is esti-
mated to be 1 kHz. Furthermore, the histogram is only a discrete approximation of the real
probability distribution. That means that a greater bin width, ΔIbin, results in a higher error.
σI =
√(
ΔIbin2
N
)
+ΔIs2 (3.12)
Via Gaussian error propagation and eq. 3.3 this can be transferred to an error of the measured
distance, h, of the particle.
σh =
1
β
√(
σI
IS
)2
+
(σIS0
IS0
)
(3.13)
Here IS0 is the intensity of a sphere sticking to the glass interface. The error on this value is
rather large but of systematic nature. For the energy (eq. 3.6) the error is found in the exact
same way by error propagation. The error on the counts in the histogram bins is assumed to
be σN ∝ 1/
√
N.
σWSW =
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)2
=
√(
σI
IS
)2
+
(
1
N
2
3
)2
(3.14)
The error on IS0 is not taken into account for the total error on the energy value. The most
prominent effect of this error is a deviation from the real absolute distance, but not the relative
distances (systematic error). While the interaction energy is influenced by the systematic
uncertainty of IS0 , this only becomes important when more than one particle is used to measure
a series of potentials. In this case it has an influence on the comparability. As already discussed
when measuring a potential, no mean values are acquired, but a probability distribution. There
is no simple way to determine the error on the convergence of the intensity distribution. In
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Figure 3.11: The errors on a potential measurement are experimentally determined by repeat-
ing a measurement on one and the same R = 1.5 μm polystyrene sphere, trapped by optical
tweezers at P = 600 μW, six times and averaging the resulting potentials. The errors are only
of statistical nature, giving no hint to the size of the systematic error on the absolute distance.
addition, there is no reliable way to determine the error on the intensity of a sticking sphere
or errors caused by other unforeseen influences on the measurement (non perfectly spherical
beads, contamination of the solvent).
To compare the theoretically assumed errors with the real uncertainty of an experiment, the
potential stability of a trapped (P = 600 μW) R = 1.5 μm polystyrene probe sphere in 2 mM
Tris–HCl buffer (pH = 8.2) is checked by repeating the measurement six times and averaging
the result. The averaged potential with corresponding errors is shown in Figure 3.11. The
single potentials were recorded by acquiring a total of 250 000 intensity values for each po-
tential and using a total number of 60 bins in the histogram in order to calculate a potential.
As predicted, the error increases with decreasing events. Moreover, the error for large separa-
tion distances is more pronounced. While the error on the energy seems reasonable, the one
on the distance is significantly higher than predicted by the error analysis when compared to
the example PMT measurement in Figure 3.5. The experiment does not offer any information
about systematic error sources such as non exponential illumination, non-perfect reference
when sedimenting the particle etc. Performing longer measurements would reduce the errors.
Leaving the measurement errors aside, there are also principle limitations to the method.
First of all the accessible energy range is limited by the thermal energy kBT . For deep po-
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tentials that means that a particle is practically immobilized at one position. Also there is an
upper limit to the forces (1 pN), which can be measured by TIRM, as well as the lower limit,
which is approximately few femto Newton. Second, one of the biggest limitations is that the
method only allows to measure in liquids and that the probe particles have to be stabilized to
prevent sticking and enable Brownian motion in the potential well. Non spherical probe parti-
cles are also something hard to model and therefore uncommon. The choice of the solvent for
the colloids is limited, too. The solvent’s refractive index has to be smaller than n = 1.45 in
order to create an evanescent wave with the used quartz glass cell (n = 1.51). Of course high
refractive index glass cell shift this limit a bit, but the principal restriction to (semi) transparent
interfaces remains. Furthermore, the probe particles have to be large enough to scatter a large
enough amount of light to be registered by the detector. The scattering cross section shrinks
with decreasing volume. For particles in the nano meter regime such as proteins or small
colloids the intensity is two low to be detected. Here, the fluorescent approach might help.
Nevertheless, the particles also become so light that they will not be trapped inside a potential
anymore or in other words they won’t stay close to the wall, where they can be measured.
3.4 Near wall diffusion
Beside the static potential data, dynamic information can be gained from the raw TIRM data
by looking at the intensity time auto correlation function g(τ).
g(τ) = lim
T→∞
1
T
∫ T
0
IS (t) IS (t+ τ)dt (3.15)
here τ is the lag time between two events and T the total measurement time. Since the mea-
surements are discrete, the integral is replaced by a sum. The formalism to calculate the
intensity auto correlation function out of the discrete intensity values of a recorded intensity
trace becomes
g j =
1
n− j
n− j
∑
i=1
ISi I
S
i+ j. (3.16)
The minimal lag time is set by the sampling time chosen to measure the intensities. In order
to increase the available amount of data, the auto correlation function calculation is done in a
gliding way. Here, actually only a small time window is analysed, effectively shifting this win-
dow over the raw data to calculate the correlation function. The values of the auto correlation
function for high lag times would be inaccessible anyway, because the probe sphere is trapped
inside a potential and usually does not escape. Typical intensity time auto correlation functions
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Figure 3.12: Auto correlation functions calculated from raw TIRM intensity traces of
R = 1.5 μm polystyrene spheres in 2mM Tris–HCl buffer, pH=8.2. The data had to be col-
lected with the PMT to supply high enough sampling rates and is normalized to g(τ = 0).
Addition of a depletant, here fd virus, deepens the potential. The time auto correlation func-
tions of confined particles do not decay to zero. With increasing confinement strength the base
line of the correlation function increases. The initial slope in the inset is approximately linear
and delivers an estimate for the diffusion constant close to the wall.
for different potential depths are given in Figure 3.12. These are recored with a R = 1.5 μm
polystyrene bead trapped by optical tweezers and using a time window of one second. The
correlation data is normalized to g(τ = 0). It is apparent that the values do not decay to zero
as would be expected for a free particle (free meaning without any potential restricting the
particles motion). With increasing potential depth, here realized by adding fd virus, a rod–like
depletant, the decay becomes more and more shallow. The reason for this is that the particle
becomes more and more confined in the potential well. By this the motion of the particle is
dominated by the potential, which causes a correlation between two possible states of motion
(the state of motion is determined by the position inside the potential). At short time scales the
motion is truly Brownian, because it essentially does not feel the potential. So only the initial
slope of the correlation function yields a physically meaningful estimate for the diffusion co-
efficient close to the wall. According to works by Bevan et al. [73,74] the diffusion coefficient
can be extracted raw TIRM–data by the following relation.
D= β−2
dg(τ ≈ 0)
dτ
(3.17)
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g′(τ ≈ 0) is the initial slope of the correlation function, while β is the inverse penetration
depth of the evanescent field. Diffusion close to the wall is drastically slowed down due to
lubrication forces. Theoretical predictions for this slow down have already been confirmed by
TIRM experiments with a high degree of agreement [74]. But those predictions are only valid
for particles in a solvent without any depletant added. The correlation functions show that the
depletant causes additional friction, lowering the diffusion constant. The diffusion coefficient
of particles in pure solvents can be used to infer the particle’s distance to the wall without
sedimenting it [73,75]. This won’t be done in the course of this work, because the results have
the tendency to be less accurate than those attained by sedimentation. The correlation function
corresponding to the deepest potential in Figure 3.12 has an almost constant value. This means
for really steep potential wells it is not possible to record information about dynamics of the
particle. The most extreme case here would be an immobilized particle, where would not be
any change of the correlation function at all.
3.5 Sample cell preparation
Actually, there are two kind of cells available for use with the presented setup. The mentioned
full glass flow cells and a type supported by a frame. The framed cells consist of two standard
microscopy slides mounted onto a black PTFE frame, which acts as a spacer. The microscopy
slides are disposable and therefore less prone to wear. Furthermore, microscopy slides and cell
frames are easily cleaned by successively sonicating them in acetone, ethanol and water and
then blown dry with a jet of dried nitrogen. In this way the surfaces are cleaned from organic
and inorganic contaminations. Another advantage over the full glass cells is that the surfaces
of the microscopy slides may be coated in order to modify the surface. Yet for the sandwiched
cells the PTFE and the glass have to be sealed tightly, which is done with a thin film of
vacuum grease, while clipping the glass slide to the frame. This may lead to unintentional
contamination of the measurement solution, which is avoided with full glass cells. Also the
larger volume of the framed cells becomes unpractical for valuable sample solutions.
For the full glass cells, the fact that they cannot be disassembled means that they are harder
to clean. For example, they may not be exposed to ultra sonic sound, since the joints and the
connection pieces tend to break. In order to be able to reuse the glass cells, they are thoroughly
cleaned by immersion in a mixture of 1:1 H2O2 (30 vol%) and H2SO4 (99 vol%) for over one
hour. Afterwards the cells are rinsed with pure water (ρR =18 MΩcm) and blown dry with
dried N2. This procedure delivers very clean surfaces of the sample cells, free of any resid-
ual contamination. Nevertheless, it is rather aggressive. Although the glass is not severely
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attacked by the acid it wears on them. That’s why for simple contaminations a special basic
soap is used to clean the cell (Hellmanex III). This is completely sufficient for all measure-
ments with charge stabilized particles. The cells are left in the soap solution for several hours,
rinsed clean with ultra pure water and blown dry with nitrogen.
Glass Syringes, burettes and tubes are cleaned in the same way as the microscopy slides
by sonicating them successively in acetone, ethanol and pure water for approximately half
an hour, each step. For the flow experiments or experiments, where the liquid is exchanged
during the measurement, the already mounted cells may be rinsed with pure water and then
with pure solvent to remove dust inside the cell, tubes and syringe. The tubes leading to the
cell are attached by widening the tube ends to fit over the glass connecting piece of the cell.
To seal it the tube is shrunk with a heat gun so that it sticks to the connection piece. With this
procedure no glue or grease is needed.
3.6 Sample preparation
3.6.1 fd virus suspensions
Fd virus represents an unsurpassed model for rigid and monodisperse rods [48] with high
aspect ratio. The wild type variant has a contour length of L = 880 nm, a diameter D = 6.7 nm,
a molar mass Mfd = 1.64× 107 g/mol [76] and a persistence length of Lp = 2.8 μm [77].
Because of a persistence length of about three times its own length, it is commonly regarded
as long, stiff rod. However, recent force-extension on M13 bactriophage (a virus virtually
identical to wild type) and earlier laser tweezers experiments on wild type indicate that the
persistence length might be much smaller, i. e. Lp ≈ 0.7–1.2 μm. [78, 79]. Furthermore, fd
viruses are highly uniform, which is owed to their biological origin. All viruses are almost
identical due to the fact that viruses clone themselves by exploiting cells of host organisms. In
the case of fd, those are e-coli bacteria [80]. In order to approximate the ideal of completely
stiff, slender rods even closer, while maintaining the aspect ratio, a genetic mutant [81] of
fd-virus is used, namely Y21M [82], in addition to wild type. These viruses have a persistence
length of Lp =9.9 μm [81] through the alteration of a protein in the virus shell.
The greater stiffness of the mutant has already been confirmed qualitatively by determin-
ing the nematic–isotropic phase transition, which occurs at lower rod densities for Y21M as
compared to wild type [48, 81]. Quantitative data for the Y21M persistence length were ob-
tained from the analysis of the viruses’ twisting and bending motion as observed by video
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microscopy [81]. Apart from the increased persistence length, Lp, Y21M has the same prop-
erties as wild type.
Both fd virus variants are grown, following standard procedures described elsewhere [80,
83]. The viruses are then transferred to a 2 mM Tris-HCl buffer (pH = 8.2) with 15 % ethanol
content by centrifuging them at 108 800 G for 8 hours five times, exchanging the solvent each
time. The buffer is prepared with highly purified water with a resistivity of ρ = 18 MΩcm and
a total organic carbon content of less than 2 ppb, while adding highly purified ethanol (Sigma
Aldrich 99.6 vol%). The ethanol is added to the pure buffer before setting the pH or buffer
concentration to suppress bacteria growth during the experiments. After having prepared the
pure buffer the pH is set by adding HCl (Sigma Aldrich 1 M), while monitoring the pH value
with a pH–meter. The concentrations of the fd stock solutions are determined by ultraviolet–
visible (UV-vis) spectroscopy with an accuracy better than 1 % using Lambert-Beer’s law at
λext = 269 nm with αext = 3.84 cm2/mg [76,83]. The absorption coefficient is strictly only valid
for wild type fd, but is expected to vary only slightly for Y21M [81]. For the measurements
the stock solution is diluted to the required concentrations.
3.6.2 Gibbsite platelet suspensions
Platelets are widely present in nature (clay minerals, red blood cells, etc.) and can now be
synthesized in a controlled manner in the laboratory (mixed metal hydroxides, gibbsite, etc.).
The most prominent examples of colloidal platelets are natural clays [49], which are often
used as rheological modifiers for surface coatings, paints, and drilling fluids [50–52]. Their
rheological applications are based on the microscopic structural properties, originating from
the highly anisotropic shape of the colloids and the inter–particle interactions. However, due
to the flexibility and the large polydispersity in both size and shape, clay particles are hard
to describe theoretically [49]. In the present work therefore a synthetic platelet type is cho-
sen, which was developed in the van’t Hoff laboratory in Utrecht. The colloidal particles are
composed of gibbsite (γ–Al(OH)3) and resemble platelets with a hexagonal shape and a thick-
ness significantly smaller than the diameter of the circle enclosing them. Their synthesis is
described in detail elsewhere [84]. Being of inorganic origin facilitates sample handling of the
platelets, in contrast to biological samples such as fd virus [44, 85], since the particles require
almost no special solvent conditions and offer stability in a broad spectrum of solvents [86]
The gibbsite platelets used here, with diameter D¯ = 212 ± 56 nm and thickness
L = 6 ± 10 nm, as determined by TEM, synthesized according to the standard procedure
described elsewhere [87] were a gift from Debye Research Institute, Utrecht University. The
platelets are coated with silica [87] to give them a negative surface charge and thereby avoid
CHAPTER 3. EXPERIMENTAL METHODS 51
Figure 3.13: Determining the mass density of silica coated gibbsite platelets by successively
increasing their concentration in the solution. For gibbsite volume conservation is fulfilled
and the determined mass density agrees reasonably well with the literature value.
adhesion to the glass cells. The mass concentration of the stock solution is found to be
c = 18 mg/ml by drying a small amount of suspension and weighing the remaining solid.
For the measurement the solution is diluted with purified water (ρR = 18 MΩcm, total or-
ganic contents less than 2 ppb) to the desired concentration, while the ionic strength is set by
adding NaOH (Sigma Aldrich 0.1 M) during dilution, so that the final platelet suspension con-
tains 1 mM NaOH. Also fluorescent polystyrene micro spheres (R = 2.5 μm, thermo scientific
G0500) or simple polystyrene beads (R = 3 μm, thermo scientific 4206A) are mixed with the
sample, while diluting to supply probes for the measurement.
The density of the platelets is checked (see Figure 3.13) with a density meter (Anton Paar
DMA 4500). For this purpose a dilution series is prepared and the density of each suspension
is measured. This measurement yields the density of the platelets if the concentration, c, of
the stock solution is known. Of course the density of the platelets is not allowed change when
diluting the sample. But this requirement is well warranted, considering inorganic, non soluble
material. In this case, the mean mass density, ρ , of the solution at a certain volume fraction of
stock solution is given by
ρ =
(1− x)Vρ0+Vxρstock
V
= ρ0+ x(ρstock−ρ0)︸ ︷︷ ︸
Δρ
(3.18)
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Figure 3.14: Mass density of fd mutant Y21M, measured by successively increasing the mass
concentration of fd virus. The density may not be a real density, since it is not clear if volume
conservation is fulfilled for fd virus.
This means that the measured density should increase with the fraction of stock solution in the
measurement solution. Exploiting this, Δρ will be given by the slope if ρ is plotted against
x=Vstock/V . Knowing the mass concentration of the stock solution, the total mass density of
the stock solution is given by
ρstock =
(V −Vcol)ρ0+V ·c
V
=
(
1− c
ρcol
)
ρ0+ c (3.19)
where Vcol is the volume of the insoluble colloid, V the total volume, ρcol the mass density of
the colloid and ρ0 the mass density of the solvent. With eq. 3.19 Δρ becomes
ρstock−ρ0 = Δρ = c
(
1− ρ0
ρcol
)
(3.20)
so that the density of the colloid is
ρcol =
ρ0(
1− Δρc
) . (3.21)
The actual measured value of the gibbsite platelets’ mass density ρgibb = 2.34g/cm3
agrees reasonably well with the literature value for the mass density of gibbsite, which is
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ρgibb = 2.4g/cm3 [88]. Of course volume conservation is a limiting factor when using this
method.
The same technique may also be applied to the afore mentioned fd viruses. But the protein
shell of the virus is relatively complex and it is hard to determine if the virus’s shell doesn’t
bind water molecules and thus changes its volume. Furthermore, water can penetrate the
virus body, because the virus shell is a hollow structure. This fact might even increase the
number possible binding sites to protein shell. The result of the fd measurement is shown in
Figure 3.14. The value for the density is reasonable, but should not be compared to the density
of the dry protein. The fd measurement serves just as an example that the method is actually
quite sensitive, because the change of density with increasing concentration is much smaller
for the fd viruses than for the platelets. Checking the density can be seen as a complimentary
method to determine the concentration of colloids if their mass density is known.

4
Results and Discussion
This chapter deals with sphere–wall interactions influenced by addition of different depletants
and the effect of shear fields or light forces. It will be shown that using optical tweezers is
helpful when doing measurements at rest, i.e. measurements without flow fields. In particular,
tweezers will be used in a comparison of two types of fd virus, namely wild type fd and the
stiffer mutant Y21M, which have been introduced in section 3.6.1. The viruses, being essen-
tially long slender rods, follow the theoretical prediction for depletion interaction for infinitely
thin rods well up to a certain concentration. For higher concentrations the model seems to
break down and the depth of the potentials becomes greater than predicted by depletion alone.
The presented shear experiments lead to the conclusion that tweezering a particle, while
applying a shear flow results in a significant influence on the interaction potential. This effect
is strong enough to hide possible effects of shear fields on deplentant agents. Based on this
fact the use of optical tweezers is abandoned when investigating the effect of shear flow on
depletion potentials. A direct measurement of depletion caused by rigid, hard platelets is done
for the first time using the CCD–camera as a detector. For these experiments the tweezers
have only limited use, even for measurements without flow, since the platelets create turbid
solutions, which interfere with the optical tweezers.
Shear measurements with the intend to shear align the deplentants are performed. It is ex-
pected that an alignment of the depleting particle species leads to an alteration of the depletion
behaviour. When exposing fd virus to a shear gradient almost no effect is observed. Exper-
iments with platelets display a decrease of depletion interaction with increasing shear rates,
but only below a certain mass concentration of platelets.
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4.1 Tweezers and shear flow
This part will present some of the first ideas to measure sphere–wall interaction in a shear field.
Tentative experiments with the optical tweezers keeping the particle in place, while flowing
liquid through the sample cell are performed. In addition to the fundamental problem of
being restricted to low flow rates, which do not exceed the trapping strength, some unexpected
effects such as an increased apparent weight on the measured potential make the approach
unfeasible, as will be seen in the following experiments.
4.1.1 Measuring with spatial filtering
As described in section 3.2, the standard configuration uses a pinhole as spatial filter when
detecting intensities with the PMT (penetration depth β−1 = 150 nm, HeNe laser source).
The setup is left in its original state, while a flow field of unknown magnitude is generated
by opening the valve on the reservoir. The flow mass controller is not yet used, since these
following experiments only serve as a simple way to test if any influence of a flow field might
be observed.
During the experiments, interaction potentials between a glass wall and a R = 3 μm charge
stabilized polystyrene sphere (thermo scientific, 4206A) in a 0.1 mM NaOH solution are
recorded with and without flow using the standard setup. The particle is trapped with the
tweezers and a reference potential (no flow) is recored at a laser power of P = 380 μW. After
this, the cell is rinsed with pure solvent, while keeping the particle in place with high setting of
the laser tweezers. This is done in order to decrease the chance of other particles entering the
field of view. Having disposed of excess spheres inside the cell a flow, here of an unspecified
magnitude, is induced by letting liquid flow through the cell. In the presented case, a cell with
a thickness of d = 2 mm is used, which means that the actual shear rates will be quite low
(see section 3.2.4). The three potential minima in Figure 4.1 seem to have different distances
from the wall depending on the magnitude of the flow. In particular, for the case where the
particle is exposed to a high flow field, the minimum seems to be farther away from the wall as
compared to the quiescent state. Yet the potential shape appears to be unchanged. It is obvious
that the distance of the minimum cannot change without any kind of force acting on particle,
which would alter the potential shape. Also, for a particle in front of a wall, no normal forces
are expected to occur in shear fields (see section 3.2.5). The only conclusion is that this is
some kind of measurement artifact. The question is, what would change the distance without
actually changing the distribution of intensities or heights. The only way to achieve this is to
attenuate or increase the intensity of the illumination or the detected light, so that the relative
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Figure 4.1: Different potentials for a R = 3 μm polystyrene sphere in 0.1 mM NaOH solution,
which is trapped by optical tweezers at P = 380 μW, are measured at different flow rates. The
sampling time for the measurement is 5 ms and a total of 250 000 intensity values is measured
for each potential. The minimum position of the potential apparently shifts to higher distances
with increasing flow. But this is just a measurement artifact caused by a displacement of the
particle in the flow field and an attenuation of the absolute intensity caused by the pinhole in
front of the PMT
changes are preserved, but the absolute intensity is decreased. The illumination laser is cer-
tainly not influenced by the flow field. Observing the particle on the camera picture reveals
that the particle is pushed into the direction of the flow. This is expected because the 2D-trap,
created by the optical tweezers, doesn’t have an infinitely deep potential well. The trap can
be thought of as a spring attached to the particle. In this case it is clear that the particle is
displaced by an external force. The higher the flow or the friction force caused by the flowing
liquid the greater the displacement. The reason for the smaller detected intensity values is
that the spatial filter in front of the PMT cuts away part of the particle’s airy disc, which has
laterally a non homogeneous, radially decreasing intensity distribution (see Figure 4.2). By
shifting the position of the pinhole it can be seen that the intensity is increased again, having
previously been decreased by applying a shear field. It turns out, that it is also possible to
decrease the distance by deliberately misaligning the pinhole prior to the measurements. In
this scenario the particle is pushed into the optimal or a better detection position by the flow.
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Figure 4.2: When a flow is applied the particle moves inside the trap and also the projection
or the image on the pinhole is moved. The airy disc of the scattering point does not have a
homogeneous intensity distribution. If the illumination spot was centered with respected to
the pinhole in a quiescent state, the shift causes less light to pass through the pinhole, which
decreases the overall intensity registered by the PMT.
Conclusion
In further experiments the pinhole will have to be removed when measuring under flow in
order to avoid the shift and enable to measure absolute distances by sedimenting the particle.
Of course this is done at the cost of signal to noise ratio, since the likelihood of collecting
stray light without a pinhole increases. Even if no particles are visible in the field of view with
the camera, the picture observed by the PMT might differ.
4.1.2 Measuring without spatial filtering
The next logical step is to try a measurement without the pinhole in place. Once removed
great care has to be taken that there is not more than one particle in the field of view when
recording an intensity trace. The following series of experiments will utilize a charge stabi-
lized R = 1.5 μm polystyrene sphere (thermo scientific, 4203A). It is suspended in a 2 mM
Tris–HCl buffer at pH = 8.2 with no depletant or other additive added to the solution. The mea-
surements are performed at room temperature (T = 295 K). For illumination the HeNe laser is
used, impinging under an angle of incident, supplying a penetration depth of β−1 = 150 nm.
First, a sphere is trapped by the optical tweezers and then the cell is rinsed with pure buffer
several times in order to flush other spheres out of the cell. This reduces the chance of second
sphere entering the field of view when a flow is applied. The flow is regulated and controlled
by the flow mass controller via the computer. During the experiments, it is important that the
flow does not become too high, otherwise the particle is pushed out of the trap and escapes.
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Figure 4.3: The figure shows potentials measured at various flow rates at a trapping strength
of 600 μW. The linear branch of the potential becomes steeper with increasing flow. The
sample was at room temperature during the measurement.
For moderate enough flows, it is expected that the flow won’t change the potential profile. This
assumption stems from the case of a completely free sphere, where no normal forces should
act on it in a shear field (see section 3.2.5). To check this expectation, potential measure-
ments are performed at different power settings of the tweezers and flow rates, respectively
shear rates. For each potential 500 000 data points with a sampling time of 2 ms are recorded.
Before applying a flow, a reference is recorded without any flow present. The shear rate is
calculated from the mass flow through the cell according to the discussion in section 3.2.4.
The first tweezering power is 600 μW. The recorded potentials for this case are shown in
Figure 4.3.
It is apparent that the potential seems to deepen with increasing flow. Of course speaking
about the potential depth is only meaningful with regard to an absolute potential value. As
discussed in section 3.1 it is impossible to measure an absolute potential without some kind of
reference. But in the presented case there is no physically meaningful point of reference. So
when saying the potential becomes deeper, this means that some artificial reference had to be
defined. Here, all potentials are superimposed with respect to energy, implicitly demanding
that the energy value at h0 (spatial position of the potential minimum) is equal for all potentials.
Specifically this means that the only indicator for a deeper potential is that the slope value of
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Figure 4.4: Comparison of interaction energy data and fit for a R = 1.5 μm polystyrene sphere
in 2 mM Tris–HCl (pH = 8.2) buffer exposed to a weak shear field. It is obvious that data and
fit are in very good agreement. This means that the overall nature of the potential is not
changed by the flow field.
the linear branch becomes higher with increasing flow. For the highest flow rate the apparent
weight of the particle appears to have increased by 50 %. This is a quite large effect and
somehow unexpected. To quantify the change of the potential induced by a shear flow, a
potential model is fitted to all the curves with a Levenberg–Marquardt non–linear least square
fitting algorithm. One example fit is shown in Figure 4.4. The used model (shown in the
figure) is actually a superposition of eq. 2.33 and 2.2. But the weight force here is an apparent
weight force, combining the contribution of the radiation pressure and the buoyancy corrected
mass of the particle. Van der Waals attraction is completely neglected. Comparing model
and data shows that both are in good agreement, which justifies the assumption of no or non
perceivable van der Waals forces. Fitting the model B, |FG| and c are chosen as free fitting
parameters. The parameter c has no physical meaning and is just a simple additive constant in
order to shift the model curve along the energy axis. The Debye length, κ−1, is not a free fit
parameter and is kept constant after once choosing a suitable value for the fit to the reference
data. The value of 7 nm for the Debye length is slightly lower than the value of 9.6 nm,
expected for a 2 mM Tris puffer at pH = 8.2. This may be attributed to errors during the pH
measurements. Or in other words, the buffer may contain a little higher amount of HCl than
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Figure 4.5: The overview shows the apparent weight forces, extracted from fits to the poten-
tials, plotted against the applied shear rate. For higher laser powers it appears to get harder
to achieve the same relative increase in apparent weight.
anticipated, because probably the pH–electrode was not perfectly calibrated or the temperature
of the buffer was not the same as for the given pKa value of the buffer. Nevertheless, for all
measurements data and model agree well, despite the fact that the potentials are altered by an
imposed flow field. Furthermore, the mean sphere–wall distance of the particle is not changed
in a perceivable fashion when it is exposed to a flow field. Maybe there is a minor shift towards
the wall due to the higher weight force, but this cannot be resolved by TIRM. The electrostatic
part of the interaction does not seem to be affected by the flow at all. In order to further
investigate the effect, two more powers of the tweezers are set and different flow strengths are
applied. For this the experiment is repeated for higher settings of the tweezers: P = 720 μW
and P = 840 μW (see Figures 4.6(a), 4.6(b)).
Yet the picture stays the same. With increasing flow the particle seemingly becomes heavier,
but it gets harder to achieve the same magnitude of increase for higher trappings strengths.
The fitted apparent weight forces, extracted by the fits to the potential data, are plotted against
the shear rate in Figure 4.5 for the different laser powers. The apparent weight force grows
with increasing laser power and applied shear rate. For higher trapping strengths, it takes
larger flow rates to see a comparable increase in weight force. This already gives a hint to
an explanation for the observed phenomena. After the force starts to rise as soon as a certain
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(a) Effect of flow, P = 720 μW
(b) Effect of flow, P = 840 μW
Figure 4.6: The two plots in (a) and (b) show the change of the interaction potential by in-
creasing shear at the two higher laser powers. The linear branch of the potential still increases
with increasing shear flow.
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Figure 4.7: Case a) shows the sit-
uation without flow: the sphere
is in the middle of the trap and
the forces acting on the sphere
at both sides of the meridian are
equally large. b) the sphere has
been shifted by a flow field. Light
forces and the shear field both ex-
ert a torque on the sphere. Both
torques are counteracting each
other, which leads to an additional
force contribution normal to the
wall.
threshold is passed, it increases approximately linear with the applied shear rate or flow. Other
than that, there seems to be no identifiable trend to the data. Just to stress this again, due to the
finite tapping strength only a limited range of flow rates is accessible, therefore for low laser
powers less data could be collected. Too high flow rates result in a loss of the particle, which
necessitates to redo the whole measurement series.
Conclusion
The fact that there is an increase of the force at all is kind of unexpected when assuming
free particles. Yet of course the particle in the current case is not entirely free. Its motion is
restricted to one dimension. According to the discussion in section 2.1.1, the trapping potential
is created by a force imbalance of the acting light forces, as soon as the particle moves out of
the focus or the center of the Gaussian beam. But this is exactly what happens when a flow
field is applied. Watching the camera picture, one can see that the particle moves slightly into
the direction of the flow. By itself this should not increase the normal forces acting on the
particle. At most, it could even decrease the light pressure, because the intensity impinging on
the particle could decrease. However, this decrease would only occur if the laser focus were
larger than the particle. In the experiment the laser focus is of the order of sub micro meter,
while the particle has a diameter of 3 μm. So a slight shift of position does not decrease the
radiation pressure on the particle. In order to see the full picture, also the properties of the
flow field have to be considered.
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In a shear gradient the velocities and thus the friction forces exerted on the particle are
asymmetric in the direction normal to the wall (see Figure 4.7). In consequence, a free particle
being dragged along in a shear flow would start to rotate, so that no force towards the wall
could be induced by the shear flow. A linear shear flow can be imagined to be composed of
a superposition of a purely rotational flow and a purely translational flow, what immediately
illustrates why the particle starts to rotate if there is nothing to restrict the rotational motion.
Trapping the particle with optical tweezers and applying a flow field slightly misaligns the
particle with respect to the focus of the laser beam. This causes the acting light forces on both
sides of the meridian to attain different magnitudes (see Figure 4.7). Thus the tweezers exert
a torque on the particle and thereby also start a rotation. If there is nothing counteracting the
momentum on the particle, it will be accelerated all the time. Naturally, there is the friction of
the liquid, so that the rotation speed will always be finite. Yet in a shear flow there is another
torque imposed on the sphere.
Looking at the illustration in Figure 4.7 reveals that the shear forces and the light forces
will always oppose each other, creating an effective torque. This torque is lower than the one
caused solely by the shear field. This means the particle is slowed down by the tweezers. To
slow down the particle there has to be some kind of breaking or friction force. Other than the
friction caused by the liquid, this friction acts mainly on one side of the probing sphere (the
side with the higher tweezers intensity). This results in an extra force contribution pushing
the particle towards the surface. This can be envisioned as follows: the light forces become
unequal as the particle is pushed out of the tweezers’ beam center. The momentum transfered
by the light alone is perceived as friction, which causes the particle to slow down its spin.
This is very much like a rotating wheel, where a force is applied to one side, in order to slow
it down. The fact that the particle is propelled towards the surface has some implication if
the sketched naive picture is really true. First of all, the particle will start to rotate, with or
without the tweezers. The rotation is expected, but generally hard to measure [89] for small
particles. The observed increase in weight connected to the torque on the sphere would allow
a pretty accurate way to measure the shear induced rotation of the sphere and by that the shear
gradient.
On the other hand, from the view point of realizing a shear experiment this effect is some-
what undesirable. It is strong enough to hide most other contributions to the particle–wall
interactions, so that adding depletant and observing the effect of flow on the depletant agent
becomes unfeasible. Actually, experiments with tweezers, flow and fd virus have been per-
formed in the course of this work, but were a failure. An idea of making a reference for every
applied shear rate without depletant, which could later be subtracted form the measurement
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with depletant turned out to be extremely cumbersome. The particle escaped most of the time
and the referencing didn’t work properly. In short, the measurement were highly unreliable.
This means that doing a shear experiment, while trapping the particle by optical tweezers is
virtually impossible to realize – at least with the setup, which is used here. In effect, the
whole idea of measuring under shear flow, while using the PMT has to be abandoned. With
the PMT only one particle may be observed at a time, so that the statistics would always be
very poor, considering the sojourn time of a particle in the field of view when a flow is applied
(for moderate flows this is a time of several seconds). From now on for measurements under
flow a different method, employing the camera, described in section 3.2.5, is used to measure
interaction energies.
4.2 Depletion caused by fd virus
This section will cover the measurements of near wall interaction potentials influenced by a
rod–like depletant, namely fd virus. In a first step, measurements in quiescent solutions will
be performed, comparing wild type fd and the stiffer mutant Y21M (see section 3.6.1). The
two variants differ only in persistence length. It turns out that, concerning depletion potentials,
there is no discernible different between the two variants. The difference in stiffness seems
to be negligible for depletion. Yet for higher mass concentration of fd virus the theoretical
model describing depletion for infinitely thin rods appears to break down. It doesn’t matter if
the stiffer or the wild variant is used, the behaviour stays the same. Depletion measurements
are conducted using different probing sphere sizes, showing that the transition concentration,
above which the model breaks down, depends on the choice of the sphere size. Up to this point
only some vague speculations aiming to explain the observed deeper potentials can be made.
In particular the comparison to earlier results of Lin et al. [45] on the depletion behaviour of fd
virus is confusing. Those authors measure much weaker attractive interaction than expected,
while in this work good agreement with the theory for depletion at low concentration is found
and the rods cause a stronger attraction than predicted above a certain transition concentration.
Complementary to the potential measurements the short time diffusion of the probing spheres
is derived from the raw intensity traces, as sketched out in section 3.4. The short time diffusion
does not show any transition form one regime to another one. In order to better understand the
behaviour at higher concentrations, more data is reanalyzed with a slightly modified model
function. To extend the measurement, complementary experiments with fd virus under flow
are performed, with the aim to align the rods in a shear gradient, giving rise to a change of the
depletion potential.
66 4.2. DEPLETION CAUSED BY FD VIRUS
4.2.1 Comparison of wild type fd and Y21M
When using fd as a depletant it us usually modelled as a long slender, perfectly rigid rod.
However, this is a drastic over idealization of real fd virus. The virus shell of the wild type
variant, while quite rigid, having a persistence length of Lp = 2.8 μm [77] compared to its
length of L = 880 nm, still has a finite flexibility. In terms of rigidity there exist better alter-
natives for rod–like depletants such as bohemite rods [90] or tobacco mosaic virus [91]. Yet
when it comes to monodispersity and high aspect ration, fd virus is unsurpassed, due to its
biological origin (see section 3.6.1). One issue is, whether the finite flexibility of wild type fd
virus has an influence on its depletion properties at all. To investigate this point an fd mutant,
namely Y21M [82] is used. It has a three times higher persistence length, Lp = 9.9 μm [81],
than wild type fd, as determined by light microscopy, but otherwise unchanged properties.
Another way to confirm the higher stiffness of Y21M is to determine the isotropic–nematic
phase transition [92, 93], which is shifted to lower mass concentrations as compared to wild
type fd. This check was actually performed for the used stock solutions in order to make sure,
the results were not affected by mixed or contaminated samples.
For the investigation of the influence of stiffness on the depletion behaviour, the virus sam-
ples are both prepared as discussed in section 3.6.1. As solvent for the virus suspension a 2 mM
Tris–HCl buffer with an ethanol content of 15 % to suppress bacteria growth at pH = 8.2 is
used. While the virus stays unaffected by the ethanol, the viscosity of the buffer is increased to
η = 1.66 mPas (this is strongly dependent on the ethanol content) compared to that of purely
water based buffer (η = 0.98 mPas). But this fact shouldn’t have any influence on simple de-
pletion interaction. The virus concentration is set prior to a measurement by diluting the stock
solution (already in Tris–buffer) with pure buffer. The measurements are performed in a glass
flow cell with a thickness of d = 2 mm. The cell is connected by tubing to a reservoir in form
of a 5 ml glass syringe with a nickel valve. The experiment is started by inserting pure buffer
with R = 1.5 μm polystyrene spheres (thermo scientific, 4203A) into the measurement cell.
A suitable sphere has to be found and trapped by the optical tweezers. Usually the spheres
concentration is low enough to only have one sphere in the field of view. If for any reason
there are too many spheres, a particle is trapped with a high tweezers intensity and the cell
rinsed with pure buffer to remove the excess spheres.
The angle of incident of the HeNe illumination laser is chosen to yield a penetration depth
of β−1 = 150 nm. The pinhole is kept in place for the following measurements to exploit the
better signal to noise ratio. Since no flow will be applied, this won’t have any effect on the
measurement. Once it is certain that only one sphere is in the field of view, the tweezers laser
intensity is decreased to the lowest possible value, in order to have the shallowest reference
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potential possible. This is done to supply the highest measurement range, since the range is
restricted by the thermal energy of the particle.
Once a reference potential in pure solvent is recorded, the solution surrounding the particle
is exchanged with one containing a defined concentration of depletant. To avoid unintended
dilution the cell is rinsed with 5 ml of the new measurement solution with a given fd con-
centration, while keeping the particle trapped at a high setting of the laser tweezers. After a
series is completed, the cell is rinsed again with pure buffer and it is checked if the original
reference potential agrees with it. Succeeding this, 0.1 M NaCl solution is inserted into the
cell, to suppress all electrostatic interaction and stick the particle to the glass wall to record
the contact intensity. For comparison, measurements on wild type and Y21M are performed at
the same concentrations, yet in separate measurement series. The resulting total potentialds of
these two measurement series are shown in Figures 4.8(a), 4.8(b). The potentials are shifted to
lower energy values to illustrate the increasing potential depth with growing fd concentration.
Except for a variation at lower distances, the fit curves, describing a superposition of reference
and depletion potential, agree with the measured potentials. The employed potential model
for the reference is the same as discussed in section 4.1.2 – a superposition of electrostatics
and the apparent weight of the particle. For the data with depletant present, the reference fit
is subtracted from the data points to yield a pure depletion potential. Of course this implies
that the conditions of the solvent do not change and the potential is not influenced in any other
way than by depletion. The pure depletion potentials at a given concentration are fitted with
the theoretical description derived in section 2.1.4.1. The final result for depletion caused by
dilute rod suspensions was given by
WSWdep (h)
kBT
=−π
3
cNA
Mrod
RL2
(
1− h
L
)3
−W+dep (4.1)
except for the additive constant W+dep =W
SW
dep (h= 880nm), which needs to be subtracted in
order to have the potential level out to zero for distances greater than the rod length L = 880 nm.
The additive constant is necessary, because no absolute energy values can be measured and
the depletion potentials go to W+dep instead of zero. The value W
+
dep is also the value used to
shift the potentials in order to show the real potential depth. This means that the end of the
depletion range is used as reference point for the measured full potentials. For the fits the
concentration, c f it , and the additive constant W+dep are the only free parameters. Rod length,
L, molar mass Mrod , sphere radius R and temperature T are assumed to be known and kept
constant during the fit at independently determined values. Full depletion potentials cannot be
mapped out due to the limitations of the method, so that there are no data points describing
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(a) Effect of wild type fd on a full potential
(b) Effect of the stiffer Y21M mutant on a full potential
Figure 4.8: The potentials in (a), (b) show the effect of increasing fd concentration. The
potentials become deeper the more fd virus is present. This is shown by shifting the potentials
by W+dep. The fits to the total potentials are given by the solid lines. The agreement between
model and data is sufficient. There is some deviation between data and fit for distances smaller
than 80 nm.
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the region where W+dep is located. That is why the constant is determined by the fit and a
consequence of the boundary condition that there is no depletion for distances greater than the
rod length.
In order to give a better overview, the depletion potentials for all measured concentrations
are normalized to the so called contact value WSWdep (h= 0nm) = W
0
dep. They are shown in
Figure 4.9(a). The presented data are limited to a small range of separations. Distances over
300 nm have too poor statistics to be comparable (deep potentials). At distances below 80 nm
there seems to be some kind of deviation from theory, which is not fully understood (see
section 4.2.3). One possible explanation for this deviation is non perfect referencing. Never-
theless, as will be seen later on, it is present in virtually all measurements. This could either
mean that the solvent conditions are changed by an increase of the fd concentration or some
other effect is present, which is not accounted for. In spite of the discrepancies, the agreement
between theory and data is quite good in the separation range between 80 and 300 nm. No
discernible difference of the caused depletion of Y21M and wild type is seen in the presented
measurements.
Yet the measurement still have a weak point. The series were performed with different
probe spheres, meaning that a small effect might be covered by the error caused through
polydispersity. To redeem this flaw a show case experiment is performed. In this, again, a
R = 1.5 μm polystyrene bead is used and the rest of the conditions are kept the same. After
recording the reference potential of the bare sphere, a suspension with c = 0.24 mg/ml wild
type fd is inserted into the cell and a measurement is performed. Then the cell is rinsed with
pure buffer to remove the solution inside the cell and finally the cell is filled with a Y21M
solution of the same concentration as for the wild type measurement. The direct comparison
is shown in Figure 4.10. There is almost a perfect match between the depletion potential
caused by the two fd variants. So if there is any effect of flexibility, it cannot be resolved by
TIRM measurements.
It is important to note that most potentials were recorded at rod concentrations above the
overlap concentration c∗ = 6M/πL3NA = 0.076 mg/ml. Nevertheless, a first order density
approximation is used as a theoretical model to fit the data, which implies dilute suspensions.
In order to validate this approach, numerical calculations of the depletion potentials accord-
ing to Mao et al. [40,94] are performed. This is done to proof that even for regions, where there
is already overlap between the rods the simple theory is still valid. The overlap concentration
is defined by the concentration, at which the volume of a sphere with a radius, r = L/2, is oc-
cupied by exactly one rod in the suspension. The results of the numerical calculations are dis-
played in Figure 4.9(b), where depletion potentials induced by perfect rods versus elevations
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(a) pure depletion potential caused by wild type and Y21M fd in comparison
(b) Numerical calculations to verify first order approximation
Figure 4.9: In (a) a direct comparison between wt fd and Y21M is shown. The depletion
potential is normalized to the contact value, so that all curves collapse onto one. (b) verifies
the use of the fist order theoretical description. The deviation only becomes perceivable at
much higher concentration compared to those measured here.
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Figure 4.10: Direct comparison between the two virus variants. Measurements were per-
formed on one and the same sphere in one spot, keeping all experimental influences constant.
There is no visible difference between the two fd species in terms of depletion interaction.
for different rod concentrations are plotted. The symbols are calculated with eq. 4.1 using rod
length, L= 880 nm, sphere radius R = 1.5 μm, molar mass Mrod = 1.64× 107 g/mol [76]. The
full lines represent second order density calculations, which have to be performed by multi-
dimensional numerical integration. It is clear that the deviation for the viewed concentration
range is maximally 10 % (10 c∗ at small distances from the wall). This is of the same order
as the total measurement error on the concentration and would hard to be resolved by a TIRM
measurement.
Conclusion
A relatively good agreement between theory and experiment is achieved with the data deliv-
ered by the measurements. Still the system suffers from a fundamental flaw, the rods, sphere
and wall have to interact via charge in order to do TIRM measurements. Yet the applied theory
is strictly only valid for non charged system, not accounting possible influences of charge in-
teraction. This might also be a reason why no effect of stiffness is visible. The electric double
layer might be of the same order as the change caused by flexibility. On the other hand, the
isotropic–nematic phase transition is still shifted drastically to lower concentrations for Y21M
suspensions even at a low salt content. When comparing the TIRM results to earlier mea-
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surements performed with line scanning tweezers by Lin et al. [45], these results cannot be
reproduced. Lin et al. suggest a drastic difference between the theoretical description and the
data, respectively a decrease in depletion, which is not found. The mismatch was attributed
to flexibility of the rods and the measured potentials were only in agreement with a model
describing rods incorporating flexible joints [78]. They also reported partial adhesion of rods
at hight salt concentrations, which are inaccessible here.
4.2.2 Behaviour at higher fd concentrations
According to the numerical calculations seen in Figure 4.9(b) the simple model used to fit the
depletion potential should hold for concentrations approximately up to 0.76 mg/ml. Doing
measurements with the same experimental parameters as in the last section at fd virus concen-
trations over 0.25 mg/ml still shows an increase of the potential depth. But while a fit of the
model function (eq. 4.1) still describes the data points well, the resulting concentrations are
roughly twice as high as those determined by UV–Vis spectroscopy. This actually means that
the potential is deeper than predicted by the theory. Surprisingly, this change of behaviour is
rather discreet or so it seems. One hypothesis to explain this behaviour is the formation of a
lose network of the rods, which would lead to some hybrid state of depletion and viscoelastic
behaviour of the network, giving rise to a different potential.
In order to check for the possibility of the presence of a network, in addition to R = 1.5 μm
spheres, two more sphere sizes are used and measurements at various fd concentrations are
performed. The conditions are chosen to be equal to the already performed experiments,
namely 2 mM Tris-HCl buffer at pH = 8.2, room temperature, small trapping strengths and
charge stabilized polystyrene beads of the same brand, but smaller size. In Figure 4.11(a) the
results of all potential measurement fits for R = 1.5 μm, R = 1 μm and R = 0.5 μm are shown.
There the fitted concentrations are plotted against the actual concentrations of the fd virus so-
lution, as determined by UV–Vis spectroscopy. Under ideal conditions the slope should be one
or in other words the fitted concentrations should agree with independently determined ones.
But the fit concentrations for the smaller sphere sizes seem to be generally overestimated. This
is a result of the Derjaguin approximation. The rods have to be considerably smaller than the
sphere diameter in order for the approximation to work properly. As soon as D ≈ L (sphere
diameter becomes comparable/smaller than the rod length) there are actually fewer excluded
orientations for a rod near a sphere than for a rod near a wall, effectively overestimating the
entropy gain and thereby the potential depth, respectively the concentration [95]. But as can
be seen, this is only a minor issue. Above a certain concentration, i. e. 0.25 mg/ml for the
R = 1.5 μm spheres, there seems to be some kind of jump, increasing the fitted concentration
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to values which can no longer be explained by a violation of the Derjaguin approximation. The
jump is shifted to higher concentrations for the R = 1 μm spheres and is not visible anymore
for the smallest investigated sphere size (R = 0.5 μm). The smallest sphere size may display
the same transition at a concentration, which is no longer accessible by TIRM, because the in-
teraction forces are already too high. Most of the measurements are performed with the stiffer
Y21M virus. To show once again that there is no discernible difference, even at higher mass
concentrations, between the wild type and Y21M virus, there are also some points for wild
type fd given in Figure 4.11(a). The dependence of the transition concentration, above which
the model starts to fail, on the sphere diameter may be seen as an indication that there is indeed
some kind of network formed, which influences the depletion interaction, as soon as the mesh
size becomes of the order of the sphere diameter. This is different from what was reported by
Helden et al. for charged bohemite rods [46]. Helden et al. state an increase of the potential
depth in charged rod systems by decreasing the salt concentration, but no change of behaviour
above a certain number density of the employed silica coated bohemite rods is mentioned.
The bohemite rods, having a length of L = 203 ± 93nm and a diameter D =18 ± 3 nm, are
also much thicker and shorter than fd virus. For such depletants it is clear that changing the
salt concentration has a more profound effect on the depletion interaction. The growth of the
rods’ double layer with decreasing salt concentration causes the shape of the rods to become
elliptical, changing the depletion behaviour.
If the hypothesis of a rod network would be true, the diffusion of the sphere would be ex-
pected to be slowed down considerably, once the jump concentration is exceeded. One way to
determine diffusion near a wall from TIRM data has been described in section 3.4. Following
the given procedure and choosing a time window of one second, while using a sampling time
of 2 ms, the short time diffusion may be calculated. The results of the diffusion measurements
are presented in Figure 4.11(b) and the actual values given in table 4.1 together with the results
of the potential fits. The values in the plot are normalized to D0, the diffusion coefficient of
the corresponding sphere size at zero fd concentration. According to the Stokes–Einstein rela-
tion D= kBT/6πηR, the diffusion will only depend on an increase of viscosity, η , for purely
viscose solutions when normalized to the diffusion without fd. This means all curves should
fall onto each other, except the particles stop interacting only via friction/collisions, thereby
violating the Stokes–Einstein relation. In the plots no violation is visible, presenting a purely
viscose behaviour. There is some variation, but this is due to the error on the data and the cal-
culation of the diffusion coefficient. Only a few points of the actual correlation function can
be used, which makes the method less than perfect. But even for high concentrations, there is
no sign of a network. All spheres show essentially the same diffusion behaviour – in contrast
74 4.2. DEPLETION CAUSED BY FD VIRUS
(a) summary of all fitted concentration determined for various real concentrations
(b) near wall diffusion coefficients calculated from TIRM data for different spheres sizes
Figure 4.11: (a) shows all fitted concentrations against those determined by UV–vis spec-
troscopy. The Derjaguin approximation causes the concentrations to be generally overesti-
mated for sphere sizes of the order of the rod length and below. Above a certain concentration
there seems to be a change of behaviour, yielding too high concentrations for the fits (too deep
potentials, no effect of a violation of the Derjaguin approximation). (b) shows near wall dif-
fusion normalized to the diffusion coefficient without fd virus. No change of behaviour can be
seen over the whole concentration range.
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2R (μm) cset (g/l) c f it (g/l) D (m2/s)
3 0.06 0.056 4.31×10−15
3 0.12 0.11 3.72×10−15
3 0.18 0.178 3.13×10−15
3 0.25 0.22 2.91×10−15
3 0.31 0.4 3.10×10−15
3 0.36 0.51 2.56×10−19
3 0.4 0.65 2.17×10−15
3 0.5 1 2.28×10−15
3 0.7 1.2 1.78×10−15
3 1 1.98 1.47×10−15
2 0.12 0.15 1.19×10−15
2 0.18 0.22 9.95×10−15
2 0.25 0.3 8.96×10−15
2 0.36 0.45 6.99×10−15
2 0.5 0.6 5.68×10−15
2 0.7 0.88 5.31×10−15
2 0.85 1.61 4.48×10−15
2 1 2 4.07×10−15
1 0.06 0.09 2.87×10−15
1 0.12 0.18 2.96×10−15
1 0.18 0.27 3.29×10−14
1 0.25 0.37 2.82×10−14
1 0.5 0.75 2.59×10−14
1 0.7 0.98 2.63×10−14
1 0.9 1.25 2.26×10−14
Table 4.1: Overview over all fitted concen-
trations and diffusion coefficients near the
wall of the probe sphere as determined by
analysis of the raw TIRM data. The diffu-
sion is given corresponding to the sphere
diameter 2R and the set fd concentration
cset .
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to the potential measurements. A reason why there is no visible effect might be that only the
initial slope of the correlation function can be used as an estimate for the diffusion coefficient
of the probing sphere near the wall. In case of a network, the particle would be trapped in a
cage of surrounding rods and only break this cage with a certain probability or after a certain
sojourn time. So the probed time scale is too small and the diffusion appears to be free diffu-
sion. One idea to overcome this problem was to do standard dynamic light scattering in bulk
on fd suspensions mixed with the investigated spheres of certain size. But unfortunately the
spheres used for the TIRM experiments are to large for dynamic light scattering experimnents,
so that no ensemble can be measured. This makes the results unreliable.
Other independent ways, offering nearly the same sensitivity as TIRM, to map out the in-
teraction potential between a sphere and a wall or between two sphere are sparse. Still other
methods to look for the existence of a network need to be considered. There is the method used
by Lin et al. [45] using laser tweezers, which was already briefly discussed. But the TIRM
setup is not suited for such experiments and therefore it was not possible to recreate these
experiments. An indirect way would be to do micro rheological measurements or standard
rheological measurements to look for an effect. A literature check shows that fd suspensions
have already been extensively studied by standard rheological means by Graf et al. [96] Never-
theless, a simple test measurement of the viscosity is performed in order to yield some insight
and most of all an idea if it is feasible to measure the effect in bulk with the compared to TIRM
rather insensitive rheological measurements.
For this purpose the viscosity of Tris–HCl buffer suspension containing different amounts
of fd virus is determined using a falling ball micro viscometer (Anton Paar AMVn–micro
viscometer). It uses a steel ball in a capillary filled with solution of interest. In order to
determine the viscosity the falling time of the steel ball inside the liquid–filled capillary is
measured at a defined angle with respect to the gravitational field and over a given distance.
If the density of the solution and some empirical constant for the capillary (diameter 1.6 mm
for the performed experiments) is known, the viscosity may be calculated from the falling
time. For all measurements the density of the pure buffer is used, neglecting the influence
of the addition of fd virus, since it only changes by 0.2 percent when the concentration of
fd is increased from 0 to 0.6 mg/ml (see Figure 3.14). Looking at the result in Figure 4.12
the viscosity increases linearly with the concentration and there is no sign of any transition or
abrupt change – as suggested by the potential measurements. In agreement with the work of
Graf et al. this result shows that it is questionable if rheological measurements would provide
any further insight into the observed transition. Maybe micro rheological measurements close
to the wall would be sensitive enough to provide a measurement method, which could allow
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Figure 4.12: Increase of viscosity by addition of Y21M. The viscosity increases linearly and
there is no sign of discontinuity. The viscosity of the pure solvent is considerably higher than
that of water, which is a result of the ethanol content.
to see an effect. This leads immediately to the next question if the observed deepening of the
potential is only present near a surface or in the bulk, too. This is still unclear and cannot be
solved by TIRM experiments alone.
4.2.3 Reevaluation of fd depletion data with a modified approach
In the last section it has been shown that the simple first order depletion model for rigid, thin
rods breaks down above a certain mass concentration of fd. But even for low concentrations of
fd virus, there is a deviation between measured energies and the theory at small distances from
the wall. This deviation was attributed to non perfect referencing. Nevertheless, the effect
becomes more pronounced when going to deeper depletion potentials. It might be worthwhile
to give the data points at small distance some additional consideration in order to gain a better
idea about the behaviour at high depletant concentrations.
Depletion potentials covering the full accessible range of separation distances are shown in
Figures 4.13(a), 4.13(b) and 4.14(a). There the depletion potentials for all investigated sphere
sizes are shown. The presented measurements are not necessarily the same as in section 4.2.2,
but were conducted in the exact same way. Of course the data at the edges of the range
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are not really reliably due to poor statistics. But for the moment this shall be ignored. At
distances smaller than 80 nm the potential clearly takes on a different shape. One might see
that the shape in this region describes a parabola. In order to use this in a tentative functional
description of the depletion data, a model function is sectionally defined, showing the expected
depletion behaviour (eq. 4.1) at long distances and a quadratic dependence at short distances
(see eq. 4.2).
W˜ SWdep(h)
kT
=
{
WSWdep(h) for h≥ h˜
−k (h−h0)2+W˜+dep for h< h˜
(4.2)
With this modification the data are fitted again with c f it , k andW+dep as free fit parameters. The
results of these fits are given in Figures 4.13(a), 4.13(b) and 4.14(a) as red lines. Rod length
L, temperature T , sphere radius R and molar mass Mrod are kept constant at the independently
determined values. The parameters h˜, h0 and W˜+dep are chosen manually to yield the best result,
but are not part of the fitting procedure. It is obvious that the measurement at small separation
distances is now described virtually perfectly. Still there is no physical reasoning behind a
quadratic energy dependence – at least there is none, which can be proven. With the hypothesis
of a temporary rod–network, it is possible that the network behaves like a mechanical spring,
showing elastic behaviour. In this case, a quadratic dependence were expected. Yet it is unclear
why this should only happen at short distances. Looking at all the presented data the effect
seems clearer for the smaller probing spheres. But this is just an effect of the scaling. The
quadratic behaviour is visible for all sphere sizes. For moderate concentration the potential
becomes repulsive at small distances, while for high concentrations there seems to be another
contribution, which is strongly attractive.
Most likely this is van der Waals attraction, which is not accounted for. At concentrations,
at which the attraction is no longer explained by the depletion model (high concentrations),
also the parabolic behaviour seems to be less pronounced. So again, the model fails com-
pletely. But just before this happens, at not too high concentrations, there always seems to
be a region in between the large and the small separation distances, where none of the two
functional forms fit the data. This intermediate region appears to grow with increasing deple-
tant concentration. The results of all fits, giving all parameters, are shown in table 4.2. The
concentrations derived from eq. 4.1, aside from small differences, still agree with the fits made
in section 4.2.2, where only one model was considered. The behaviour of the quadratic part
is inconclusive. The spring constant, k, increases with increasing fd concentration (see Fig-
ure 4.14(b)) and then seems to decrease again. Probably this is because the potential doesn’t
really exhibit a parabolic shape anymore at higher concentrations. The size of k appears to
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D (μm) cset (g/l) c f it (g/l) k (μN/m) W+dep (kBT ) W˜
+
dep (kBT ) h˜ (nm) h0 (nm)
3 0.060 0.062 2.28 2.45 -0.53 89 57
3 0.120 0.117 4.64 3.17 -0.61 95 52
3 0.250 0.222 7.05 8.29 -0.64 85 58
3 0.360 0.536 19.52 13.62 -2.42 85 58
3 0.500 0.833 75.80 29.92 -9.73 40 20
2 0.060 0.066 1.53 1.71 -1.07 119 42
2 0.120 0.147 3.60 3.20 -1.92 98 40
2 0.250 0.326 5.59 7.37 -0.91 100 68
2 0.360 0.53 12.83 12.67 -1.80 90 60
2 0.500 0.66 22.52 15.9 -1.12 90 70
2 0.700 0.89 11.18 21.61 -4.31 90 40
2 0.850 1.55 5.51 35.88 -1.81 90 40
1 0.060 0.080 2.28 0.72 -0.28 115 100
1 0.120 0.165 1.50 1.86 -0.19 100 85
1 0.180 0.236 1.45 2.58 -0.16 88 69
1 0.250 0.330 2.29 3.74 -0.23 85 75
1 0.500 0.557 6.38 6.95 -0.42 80 60
1 0.700 0.988 5.46 11.31 -0.79 95 65
1 0.900 1.265 7.33 14.89 -0.82 95 65
Table 4.2: Parameters used for the fits in figures 4.13(a), 4.13(b) and 4.14(a). h˜ and h0 are no
free fit parameters being adjusted manually to yield the best result.
be proportional to the square of the sphere radius R2. Furthermore, some of the fits at low
distances do not really describe a parabola. In some cases the potential becomes extremely
deep and while the data may still be fitted, the spring constant will be severely overestimated.
So while the overall behaviour seems to be consistent for all investigated sphere sizes, this
might still be just a coincidence.
Conclusion
Since the model purely empirical there is only little to be learned from this in terms of the
structural properties of the rods. Yet it reveals that the potential cannot be explained by a pure
depletion model alone if false referencing is ruled out. It might be that this is another artifact
caused by the use of charged rods and spheres, but there is no direct way to check this with
TIRM.
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(a) Refitted potentials for R = 1500 nm spheres
(b) Refitted potentials for R = 1000 nm spheres
Figure 4.13: In (a), (b) potentials over the full measured range and with the corresponding
modified fits are shown for R = 1500 nm and R = 1000 nm polystyrene spheres. Some of the
fits are not reasonable because the potential is no really harmonic at small distances.
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(a) Full range of measured depletion potentials for R = 0.5 μm sphere at different concentration
with corresponding fits
(b) Change of the spring constant k with growing fd concentration for various spheres sizes
Figure 4.14: In (a) potentials over the full measured range and with the corresponding mod-
ified fits are shown for R = 500 nm polystyrene spheres. (b) the fitted spring constants of the
harmonic part are plotted versus the concentration. It has to be remarked that some of the fits
are not reasonable at small distances.
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4.2.4 Rod induced depletion in a shear flow
This part will discuss depletion potentials measured in a shear gradient. For the first exper-
iment, as before, a quartz glass cell flow cell is used to generate a shear field, but now no
optical tweezers or the PMT is used. Like in the previous section the HeNe–laser is used as
an illumination source and the penetration depth, β−1, is set to 150 nm. The flow cell has a
thickness of d = 2 mm and for data acquisition the camera, as explained in section 3.2.5, is
employed. With the help of particle tracking it is possible to observe many particles at the
same time and measure an ensemble potential. The measurement is performed with R = 3 μm
polystyrene spheres (thermo scientific,4206A) in 0.1 mM NaOH solution, while choosing the
particle concentration to be high enough to have a sufficient number of particles in the field of
view and flowing solution through the cell. The illumination time of the camera is set to 20 ms,
but the actual sampling time is considerably higher due to the time it takes to transfer a picture
from the camera to the computer. This experiment is done without any depletant and serves
as an experimental check if the potential of a particle solely interacting via electrostatics and
gravitation stays unaffected by the shear field. The results are shown in Figure 4.15. The flow
induces a shear rate of γ˙ = 0.86 1/s. When doing flow experiments with many particles, the
referencing becomes kind of ambiguous and the absolute distance is hard to determine. While
the size and the shape of the particles is very well defined, the carried charge appears to vary.
This might also explain the stronger variation in the repulsive branch of the two measured
potentials. Overall these potentials are identical. The loss in accuracy is expected due to the
averaging.
For the next step, in which the rod–like depletant will be added, some simple idea of how
the depletant will be influenced by the shear field is required. For rods it is known that they
align in a shear field [97]. The rods are of microscopic dimensions, which means they undergo
Brownian motion. In effect, the rod will move through the volume in a random fashion, which
is called translational diffusion. Corresponding to this nomenclature the rotational motion of
the rod, caused by collisions with the surrounding molecules, is called rotational diffusion.
In order to align a rod, the shear rate has to be equal or higher than the rotational diffusion
coefficient. The rotational diffusion coefficient for perfectly rigid, long, thin rods (high aspect
ratio) can be calculated in an analytical way. In order to do this, the Langevin equation for a
rod has to be solved, which is a lengthly task. For brevity’s sake only the result will be given
and for a thorough derivation the reader may be directed to the book of J.K.G. Dhont [98].
D⊥r =
kBT
πηL3/(3ln(L/Drod))
(4.3)
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Figure 4.15: Comparison of a potential measured under flow and one without flow. There
are small deviations, but overall the potentials agree. The beads are suspended in a 0.1 mM
NaOH solution.
The rotational diffusion coefficient, D⊥r , depends on the rod dimensions and the solvent prop-
erties: diameter Drod , rod length L, the viscosity of the solvent η and the temperature, T , of
the system. Calculating the rotational diffusion for a rod with the dimensions of fd virus, in
a solvent with a viscosity η = 1 mPas and at T = 295 K, yields Dr = 27.7 1/s. A shear rate
higher than this value cannot be achieved by employing a flow cell with a thickness d = 2 mm
(γ˙max = 5.6 1/s). In order to shear align fd, higher shear rates are required. This can be ac-
complished by either increasing the flux, which is limited by the valve, or by using a thinner
flow cell. Using a cell with a thickness of d = 0.1 mm and otherwise identical dimensions, the
maximum achievable shear rate goes up to γ˙max = 987.7 1/s.
Now, an idea of what might happen to the depletion interaction is required when the rods are
aligned by the shear field. Assuming that the sphere does not severely perturb the flow field,
the perceived dimensions of the rods will shrink (see Figure 4.16). The rods stop sampling
all the available orientations and by that the excluded for the rods shrinks. Consequently, the
effect of depletion will be decreased or in other words the potential is believed to become
more shallow. Admittedly, this is a very simple picture. Yet more complex considerations
immediately necessitate numerical simulations, which only yields limited physical insight.
For the experiment R = 1.5 μm polystyrene spheres (thermo scientific, 4203A) in Tris-HCl
buffer (pH = 8.2) are chosen, since the depletion effect on the R = 3 μm spheres is already so
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Figure 4.16: As soon as the rotational diffusion of the rods is suppressed by the shear gradient,
the rods are supposed to align in the sketched way. The depleted volume shrinks, since the
configurational freedom of the rods is already restricted by the flow field.
large that it gets hard to measure with TIRM. But the smaller spheres make it hard to observe
potentials without any depletion present, because the particles often escape (without tweezers)
the illumination field, i. e. are too far away from the wall to be seen. The resulting free
potentials are very noisy. In order to be able to align the fd virus, the thinner flow cell (d = 0.1
mm) is used. Still there is no influence of the higher shear gradient on the interaction potential
of a probe particle, unaffected by depletion when using the thiner cells (experimental proof
in section 4.3.4). Performing the experiments at an fd concentration of cset = 0.12 mg/ml is
very disappointing at first glance (see Figure 4.17(a)). There is almost no difference between a
potential measured under flow and the one measured in a quiescent state. Going to higher shear
rates has no real effect on the potential. For the chosen sample, it should even be slightly easier
to align the viruses as for rods in water due to the higher viscosity of the buffer containing 15
% ethanol. Taking a look at the potentials at longer separation distances still hints to some
small difference. The potentials recorded under shear are a tad deeper (the slope of the right
branch increases). Yet this effect is so small that it may just be an artifact and is well within the
experimental resolution of the TIRM method. The used concentration of 0.12 mg/ml worked
well for the measurements in rest, but is already above the overlap concentration c∗. That
might be the reason why no effect can be seen. The suggested simple model may not apply
anymore, since the rods may hinder each other’s alignment. So the experiment is repeated
at different concentrations. Going to higher concentrations presents, as expected, the same
results, meaning no discernible difference between shear and no shear. As stated, this could
be a result of the rods already overlapping.
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(a) Flow affected potentials for R = 1500 nm spheres with cset = 0.12 mg/ml fd virus
(b) Flow affected potentials for R = 1500 nm spheres with cset = 0.03 mg/ml fd virus
Figure 4.17: In (a) and (b) full interaction with fd virus present above and below the overlap
concentration is shown. Small changes to the flow effected potentials are visible, but are of
the same order as the measurement error.
86 4.3. DEPLETION CAUSED BY HARD, POLYDISPERSE PLATELETS
Therefore, a very low fd concentration, cset = 0.03 mg/ml, is checked. In the potentials,
shown in Figure 4.17(b), some kind of influence appears to be visible. When a shear field is
applied, the potential depth is decreased (the slope of the right branch decreases). A reference
without flow for a potential with fd virus and one without is given. Nevertheless, the overall
effect of depletion is already very small and the observed change may still be some kind of
error on the measured data points. Furthermore, no absolute distances were calculated for the
shown potentials. They are all shifted to overlap with their repulsive branches.
Conclusion
Shear aligning fd virus happens to be more difficult than expected. The behaviour at high
concentrations comes as somewhat of a surprise. Since there are no earlier studies on sphere–
wall interaction potentials influenced by a shear gradient, it is hard to speculate what causes
the potentials to stay practically unchanged. The assumption of a network at small distances
could deliver a way to explain the behaviour here, too. Again, it could be speculated that the
rods form a loose network close to the wall and the shear gradient strengthens this network,
causing it to envelop the probing sphere. But up to this point, this is mere speculation. Shorter
rods such as shorter viruses (M13cp) [99] and longer ones (M13) [93] could help to shed some
light on this problem. Unfortunately, culturing and cleaning these viruses turned out to be very
time consuming and has not yet been successfully done.
4.3 Depletion caused by hard, polydisperse platelets
In this section the depletion effect of moderately polydisperse platelet suspensions will be in-
vestigated. The platelets are smaller than the fd viruses, therefore allowing to sample the full
depletion potential by TIRM. This somewhat fills the gap left by the lack of shorter viruses.
Another point is that platelets could possibly be aligned in a shear gradient in contrast to the
rods. This means the platelets might offer a substitute to investigate shear affected potentials.
Again, first measurements without flow are performed in order to compare those measure-
ments to the ones performed in a shear field. Yet the polydispersity sets a bit of a challenge.
The theory discussed in section 2.1.4.2 by Piech and Walz for monodisperse circular thin
platelets is not immediately applicable. But it may be extended, to account for polydisperity
by averaging over a distribution of particle sizes. Measurements with tweezers turned out to
cause problems, because the suspensions are slightly turbid. Therefore, another measurement
mode using fluorescent particles is used to alleviate the problem of turbidity. This kind of
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experiment is called TIRF (total internal fluorescence microscopy) (see section 3.2.6) instead
of TIRM. The experiments without flow are the first to measure depletion caused by a plate–
like depletant and the results agree well with the modified theory. Measurements under flow
show indeed the expected behaviour of a vanishing depletion potential above a certain shear
rate. Yet only up to a certain platelet concentration. At higher concentrations the observed
potentials become similar to those measured with fd virus.
4.3.1 Extending the depletion model
The depletion potential for monodisperse, perfect, hard circular platelets was already men-
tioned in section 2.1.4.2.
−
WSWdep(h)
kT
=
{
2
3πρNRD
2 f (h,D) for h≤ D
0 for h> D
(4.4)
ρN =
cplateNA
Mplate
f (h,D) =
⎡
⎣3
2
h
D
arcsin
h
D
− 3
4
π
h
D
+
(
1+
1
2
(
h
D
)2)√
1−
(
h
D
)2⎤⎦
In this expression for the depletion potential [62, 100] caused by platelets, the platelets are
regarded as infinitely thin discs with diameter D. The platelet concentration is given by cplate
in units of mass per volume, NA is Avogadro’s number, Mplate = ρgibbLπD2/4 the platelets’
molar mass, and R is the radius of the probe sphere. Strictly, this formula is only valid for
monodisperse platelets. For the experiments here this is not the case. That means the given
equation has to be modified to account for a distribution S(D) of platelet sizes. Any variation
of the thickness of the real platelets is neglected, since it does not contribute significantly to
the theoretical potential. To get an expression for polydisperse platelets, the potential in eq. 4.4
is averaged with respect to a size distribution, while assuming that the platelet size follows a
log normal distribution,
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where D¯ is the expectation value of the disc diameter and σD is the corresponding standard
deviation. To get a mean depletion potential this distribution is convoluted with the potential
for a monodisperse system:
W¯ SWdep(h) =
∫ ∞
0
S(D, D¯,σD)WSWdep(h,D)dD (4.8)
To average the potential, the total particle number density ρN is required. However, it is not di-
rectly accessible because only the concentration cplate of a polydisperse system is measurable,
which only gives the mass of all particles in solution independent of their size.
In order to calculate the total particle number density the fact that the size distribution is
connected to the mass distribution [101] is exploited. The mass of one particle is given by
mi = π(D/2)2Lρgibb, where L is the thickness of a platelet and ρgibb the mass density of
gibbsite. The total mass concentration is described by
cplate =
N
∑
i=1
ci =
1
V
N
∑
i=1
mi =
4πLρgibb
V
N
∑
i=1
D2i (4.9)
while knowing that Di = Di− D¯+ D¯ and the definition of σ2D this reduces to
cplate =
NπLρgibb
4V
(D¯2+σ2D) (4.10)
which yields:
ρN =
4cplate
πLρgibb(D¯2+σ2D)
. (4.11)
Now that all contributions are known the integral expression makes it possible to fit data
measured from a polydisperse system. By use of a Levenberg–Marquardt fitting algorithm, D¯
and σD can be derived for a given concentration cplate and a material density ρgibb.
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Figure 4.18: TEM picture of platelets dried on a carbon coated copper TEM–grid together
with polystyrene norm–spheres with R = 50 nm. One of the platelets is magnified. The platelets
have an irregular hexagonal shape. Multiple pictures are taken to determine the size distribu-
tion of the platelets.
4.3.2 Characterizing platelets by TEM measurements
Since the platelets are not of biological origin the polydispersity is much higher than for
viruses. Also the size varies from synthesis to synthesis, which requires to check the par-
ticle size for each batch.
Therefore, TEM measurements are carried out with a Phillips CM200 at an acceleration
voltage of 160-200 kV. The samples are prepared by dip–coating carbon coated copper TEM
grids in a highly diluted platelet suspension. The grids are dried at room temperature.
The measurements serve also as an additional check, whether the platelets are free of ag-
gregates and to acquire knowledge of the size distribution. A small number of well defined
polystyrene spheres with a diameter of 100 ± 4.5 nm are added to the platelet suspension to
achieve higher accuracy of the analysis (Figure 4.18).
Collecting particle sizes from a number of images yields the distribution, which is shown
in Figure 4.19, together with two continuous distribution curves. The latter have been cal-
culated, assuming a logarithmic–normal distribution (eq. 4.7) using the values for D¯ and σD
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Figure 4.19: Size distribution, found by TEM–measurements, represented by the histogram
and the dashed curve. The shape of the distribution justifies the assumption of a log–normal
distribution. For comparison, the size distribution found by TIRF is plotted as the point–
dashed curve.
as determined from TEM image analysis and TIRF measurements, respectively (see section
4.3.3).
The two calculated distribution functions describe the experimental histogram, with regard
to the large statistical errors of the experimental data, equally well. Further, it may be con-
cluded that a log–norm distribution is appropriate to describe the size polydispersity of the
gibbsite platelets.
Some particles are overlapping, but in none of the pictures can real aggregates be found. So
it may safely be assumed that depletion in the TIRF experiments is only caused by singular
objects and not by aggregates. For the analysis of the TIRF data, the irregular hexagonal
particles will be approximated as circular cylinders with the tips of the hexagon touching
the bordering circle. This leads to a discrepancy in shape between model and real particles,
resulting in a 17 percent volume difference when assuming regular hexagons.
4.3.3 TIRF measurements on platelets in quiescent suspensions
In order to measure a pure depletion potential, a reference potential of bare spheres without
any depletant present has to be measured first. Data acquisition is performed by TIRF, namely
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by usage of the CCD camera and a 440 nm diode laser as illumination source. The penetration
depth, β−1, is set to 150 nm and R = 2.5 μm green fluorescing polystyrene beads (thermo
scientific, G0500) are used as probe particles. The data is extracted by processing the image
data with a particle tracking algorithm. The potentials of the bare spheres are fitted with
the superposition of electrostatic interaction and a gravitational potential as in the previous
sections. Subtracting this potential from measurements with platelets present gives again the
pure depletion potentials WSWdep(h) =W
SW (h)−WSWre f (h).
For the sake of clarity, it is imperative to note again that there is no way to measure absolute
potentials. The energy values are always relative, without a given point of reference. For ex-
ample, the potential could be declared to be zero at elevation zero. Yet this wouldn’t be very
instructive to visualize depletion potentials. Instead, to achieve better comparability, the zero
value of the potential is ignored altogether and the gravitational branch is taken as a reference.
Due to the finite range of the depletion interaction it is obvious that the potentials have to
overlap for distances larger than some effective disc diameter. In this region, where the poten-
tial values coincide and WSWdep is zero, it is expected that the potentials exhibit the same shape,
namely the same linear slope stemming solely from the gravitational force. Consequently, the
shift in energy of all potentials is chosen such that they will have the same value in this region.
A further problem is that the refractive index of gibbsite, n = 1.58 [88], deviates sufficiently
from water to create turbid aqueous suspensions at rather low concentrations. Using thin
measurement cells (d = 0.1 mm) helps to alleviate that problem. Nevertheless, the turbidity of
a sample with finite gibbsite platelet concentrations is large enough that a detectable amount
of fluorescence light is absorbed/scattered by the suspension before leaving the sample cell,
effectively decreasing the observed intensity. Therefore, data recorded in the presence of
platelets cannot be referenced to the intensity, IS0 , of a sticking sphere, leading to a systematic
error in distance. The obvious solution would be to index–match the solvent and platelets.
However, the current setup is limited to a maximum refractive index of the solvent of n=1.45,
while gibbsite has a refractive index of n=1.58. Instead of modifying the setup and changing
the sample environment, the problem is circumvented by exploiting the fact that the depletion
potential is limited to a finite separation distance D¯. Knowing the position of the reference
potential minimum, for which referencing can be done due to the absence of platelets, and the
size of the platelets, leaves only a single choice for the real distance–dependence of a potential
when fitting the model.
Interaction potentials with and without depletion induced by silica coated gibbsite platelets
between a green fluorescing probe sphere (R= 2.5 μm) in 1 mM NaOH solution and a wall are
shown in Figure 4.20. The figure shows that the depletion parts of the potentials are very pro-
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Figure 4.20: Full sphere–wall interaction potentials for different platelet concentrations with
corresponding fits, given as dashed lines. Potentials with depletion are shifted to match with
the gravitational branch of the reference potential: for distances higher than the range of
the depletion potential (limit annotated), the potentials have to overlap with respect to their
gravitational branches.
nounced for higher platelet concentrations. As previously discussed, the gravitational branch
of all potentials has to be the same for distances higher than the range of the depletion interac-
tion, namely for elevations greater than the disc diameter. Because only relative potentials are
measured, the raw data have to be shifted in energy to be physically reasonable. The potentials
in Figure 4.20 are shifted by -0.65 kT, -1.3 kT and -3 kT with respect to the reference potential
and increasing concentration. The total potentials are displayed with corresponding fits, given
as dashed lines. The data are well described by the provided model.
The model prefactor, c f it/Lρgibb, is overestimated roughly by ten percent compared to the
values which are calculated from L = 6 nm, ρgibb = 2.4g/cm3 [88] and the mass concentra-
tion cset determined by drying and weighing the stock solution. This is very likely due to
the discrepancy in the particles’ volume. According to the discussion in section 4.3.2 the
volume is 17 % larger than if only regular hexagons are considered and the idealization of
disc–like particle shape is used. Furthermore, the length, L, of the cylindrical platelets has an
uncertainty, which cannot be quantified, while the mass density was confirmed by independent
measurements (see section 3.6.2).
Pure depletion potentials, obtained by subtraction of the parameterized reference potential
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from the experimental curves measured at finite platelet concentrations, are shown in Fig-
ure 4.21. The overall potential shape agrees with the theoretical prediction and the data is
described very well by the fit of the theoretical model. The shape does not deviate signifi-
cantly from the monodisperse case. Concentrations used to fit the data have to be set about
ten percent higher than those determined by weighing due to the shape mismatch to achieve a
satisfying result (see table 4.3).
A remarkable point is that the contact value doesn’t change with polydispersity or disc
diameter for a system of platelets, which is different from the findings with rods as depletant.
This is explained by the applied model. For a monodisperse system the contact value is given
by
W 0dep =
2
3
πρNRD2 =
8
3
cR
Lρgibb
(4.12)
which is not a function of D. Even for polydisperse systems the contact value is independent
of the particle diameter. This can easily be shown in an analytical way for a normalized,
arbitrary distribution function ψ . By definition:
σ˜2 =
∫ ∞
0
(x− μ˜)2ψ(x)dx=
∫ ∞
0
(x2−2μ˜x+ μ˜2)ψ(x)dx
⇒
∫ ∞
0
x2ψ(x)dx= μ˜2+ σ˜2
here σ˜ is some standard deviation and μ˜ is the mean value of the distribution. With this general
relation and eq. 4.11 it is obvious that
W¯ 0dep(h) =
∫ ∞
0 S(D, D¯,σD)W 0dep(D)dD
= 83cplateR/(Lρgibb).
(4.13)
Except for the polydispersity in thickness there is no effect on the contact value. The thickness
variation can mostly be neglected since the effect on the mass is less pronounced. The deriva-
tion shows that the contact value is also independent of type and shape of the size–distribution.
When comparing the distributions derived from the TIRF–measurements to those obtained
by TEM image analysis, some potential error sources have to be considered. However, they are
are difficult to quantify in detail. Slight sedimentation of the platelets inside the measurement
cell over the course of an experiment increases the local concentration. The effect of this issue
is rather small, which is seen when a set of spheres is observed over a long period of time.
Having imperfect probe–spheres introduces yet another uncertainty into the data. Further error
sources are: not strictly homogeneous illumination of the measurement cell and change of the
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Figure 4.21: Pure depletion potentials with corresponding fits for spheres (RS = 2.5 μm) in
platelet solutions with different concentrations. The concentration given here are the ones
used to yield a satisfying fit. 1 mM NaOH has been added to the solution to set the screening
length.
Debye screening length over time due to CO2 adsorption into the solvent. In addition, statistics
tend to be poor for h < 30 nm and h > 350 nm. The potentials in Figure 4.21 are cut off at
these separations to account for these limitations.
The major error sources are given by low statistics of the TEM–measurement and the ir-
regularity of shape. The results of the TIRM and the TIRF measurements agree well, within
the boundaries of their individual errors, which are estimated to be well larger than 15 per-
cent. The mean diameter measured with TEM is overall smaller, probably an artifact of bad
statistics. Another explanation for the generally larger diameter of the discs when determined
by TIRF might be that the charge of the platelets was not taken into account. There are ex-
isting theoretical predictions for depletion of oblate spheroids, including the electrical double
layer [102]. The double layer is of the order of the screening length (about 10 nm). Yet
considering an error of over 15 percent on the diameters due to polydispersity and the shape
mismatch, including the charge wouldn’t improve the description of the depletion interac-
tion. Looking at Figure 4.18 it can be seen that the measured distributions are not drastically
different, strengthening the conclusion, that charge is negligible here.
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cset (mg/ml) c f it (mg/ml) D¯ (nm) σD (nm)
3.60 3.94 216 27
6.00 6.60 230 61
12 13.8 247 34
Table 4.3: Summary of fit parameters,
comparing fitted concentrations to those
determined by weighing.
Conclusion
TIRF, in combination with particle tracking, is used to map a sphere–wall interaction poten-
tial. While not being fundamentally different from TIRM, it offers the advantages of removing
background scattering almost completely, helping to reduce the effect of turbidity of the sam-
ple solutions. TIRF also offers the advantage of yielding high enough intensities for smaller
particle sizes inaccessible with TIRM. Since the particles used here are quite large, this is not
really important for the platelet measurements.
The presented measurements of depletion forces by plate–like gibbsite particles are the first
ones to be done on real, rigid platelets. The successful extension of the theoretical prediction
to encompass polydispersity of the depletant might also offer a way to gain information about
other polydisperse systems. The modified model for depletion caused by cylindrical discs fits
the measured data sets nearly perfectly. The approach of an averaged potential enables to find
an estimate for the parameters of the size distribution of the depletant by means of an optical
measurement. It is shown that the theory, in spite of non ideal platelets, is well suited to
describing depletion caused by gibbsite platelets and that polydispersity has an imperceptible
influence on the contact value.
4.3.4 Platelet induced depletion in shear gradients
As already stated, the measurements with fd virus under flow turned out to be too ambiguous
to see any influence of shear field on the interaction potentials. Corresponding experiments
shall be repeated here, but with platelets as a depletant instead of the rod–like fd viruses.
It would be prudent to perform TIRF measurements to study the flow influenced potentials,
but measurements on bare fluorescing spheres (without platelets) show that they are already
influenced by a shear gradient. This effect is unexpected and not understood. To avoid the
problem, the better signal to noise ratio of TIRF is sacrificed by using non fluorescing R = 3 μm
polystyrene spheres, while doing TIRM. The measurements are again done using the HeNe
laser as illumination source with a penetration depth, β−1, of 150 nm. Intensity data are
converted to potentials with the help of particle tracking as described in section 3.2.5. The
flow is realized in the same way as in section 4.2.4 by using the flow mass controller, while
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the acquisition is done again by using the camera and particle tracking . As solvent a 1 mM
NaOH solution is used, which supplies the same screening length as the 2 mM Tris-HCl
buffer at pH = 8.2 (κ−1 = 9.7 nm). When applying a flow field and measuring a potential, the
expectation is given again by the naive model discussed in section 4.2.4. The platelets should
align in the flow field as shown in Figure 4.22 and thus diminish the overall interaction energy.
For a infinitely thin, free platelet there is an analytical expression by Happel and Brenner
[103] predicting the required shear rate (rotational diffusion of platelets), needed to fully align
one platelet.
D⊥r = D
‖
r =
kBT
(4/3)η0D3
(4.14)
where η0 is the solvent viscosity. Calculating the diffusion coefficients for platelets with a
diameter of 230 nm in water at room temperature yields Dr = 250 1/s. This is much more
than for the rods. But the concentrations, generating a strong enough depletion potential, are
already well above the overlap concentration, c∗ = 24ρgibb(L/D) = 2.5 mg/ml, of the platelets.
This causes the rotational diffusion to be drastically decreased.
The illumination time of the camera is set to 10 ms and 4 times binning of the CCD chip
is used, to increase the sensitivity and reduce the amount of acquired data. Potentials are
measured at various flow rates, at a plate mass concentration of cset = 7.2 mg/ml as determined
by weighing and without platelets present. The data are shown in Figure 4.23. Different from
the experiments with fd, the depletion shows exactly the predicted behaviour. Even more,
it seems possible to tune the depletion interaction by varying the shear rate, in spite of the
fact that the shear rates are well below the estimated value for a free particle. Looking at the
Figure 4.22: Principal sketch of the alignment of platelets in a shear flow. The dimensions are
not accurate. The simple model, described in the text, predicts a decrease of excluded volume
and range with increasing shear strength.
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Figure 4.23: The figure shows potentials recored with and without depletant present, mea-
sured at different shear rates and even without shear. It appears as if the depletion can be
switched of when a gradient is applied. The measurements without depletant are identical
with and without shear, except for some deviation in the repulsive branch.
reference measurements without platelets, these potentials are identical, in the case of flow
or no flow, except for a distortion in the repulsive branch. This has already been observed in
section 4.2.4. The possible alignment of the particles at the applied shear rates indicates that
there must be already a strong overlap of the platelets.
The variation in the repulsive branches in Figure 4.23 is quite pronounced. As already dis-
cussed, this is most probably connected to difference of charge on the surface of the probe
particles. Nevertheless, the most part of the reference measurement and the data for bare
particles under flow are almost identical. When shearing solutions with platelets present, the
variation in the repulsive branch is still visible. The potentials with depletion are shifted in
energy, so that the part which is caused by gravitation alone coincides for all potentials. This
is done in the same fashion as for the measurements in a quiescent fluid. Applying this kind
of referencing allows to visualize the potential depth. Increasing the shear rate leads to a re-
duction of the potential depth until the depletion practically vanishes at the maximally applied
shear rate (Figure 4.23). For lower platelet concentration (cset = 6mg/ml) an identical effect
is observed, but the results are not shown here, because the potentials are relatively shallow,
which makes it hard to see a change of the potential depth. The measurements are repeated
once more with a new sample at cset = 7.2 mg/ml, to exclude that this effect may just be
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Figure 4.24: The figure shows potentials measured at the same concentration as in Figure 4.23
at the same concentration. The effect is reproducible. No reference measurement is performed,
but the potentials look a bit smoother than the onces measured before.
created by a contamination of the sample or the sample cell. In Figure 4.24 the results are
shown. The same effect is observed. This time no reference potential is taken, because only
the reproducibility is of interest. It is surprising that the simple model, which was introduced,
seems to describe the occurring effect for platelets in the overlap concentration region of the
platelets, but not the viruses. Anyway, the next step should be to probe different concentra-
tions. Lower concentrations than 7.2 mg/ml create a depletion effect, which is small enough
that it is comparable to the instrument’s measurement resolutio when applying a flow field. So
a higher concentration is chosen in order to extend the scope of the experiment and the data
basis.
At a mass concentration of cset = 9 mg/ml the picture under flow is completely different from
the last set of measurements. For the higher platelet mass concentration the potential measured
in the quiescent state follows the prediction by creating a deeper potential well. But once a
flow is applied, almost no change of the potential can be observed. Or rather, at the lowest
applied shear rate of 9.7 1/s, there appears even to be an increase of the potential depth (see
Figure 4.25). This is very similar to what is observed for the rods in a shear field, only that the
deepening is more pronounced and a measurement artifact can be ruled out here. It might be
speculated, as already hinted when the viruses in shear fields were discusses, that there is some
kind of concentration limit, above which alignment is not possible anymore. What exactly
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Figure 4.25: When the concentration is increased, here to cset = 9 mg/ml, it is no longer
possible to "switch off" the depletion. Instead the potentials seems to deepen for the lowest
applied shear rate. The curves are shifted so that the gravitational branch coincides for all
measurements. It is not clear if the deepest curve really only experiences gravitation at higher
distances.
causes the behaviour to change is not clear. Inspecting the deepened curve more closely, the
repulsive branch of the potential seems to have become more steep, too. Furthermore, the
potential shape appears to have changed altogether (describing a quadratic potential well). All
this could well indicate that some loose network is formed, which is enforced by the shear
flow. But as already stated this cannot be proven by TIRM measurements.
Conclusion
Influencing depletants by shear field seems to be possible, but more experiments need to be
performed in order to extend the data basis. It stays uncertain why an alignment of the platelets
is only possible below a certain concentration. Standard rheological experiments are not fea-
sible, since the solution exhibit almost the same viscosity as water, which is too small for
commercially available rheometers . In addition to that, the available sample amount is very
limited, so that extensive testing of the different methods is not an option at the moment. The
transition to a concentration region, where no alignment is possible, is also strengthening the
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measurement in section 4.2.4 for the low fd concentration, indicating the observed effect there
might be more than just an artifact.
5
Summary and Outlook
The current work reports on the modification made to a standard TIRM setup to enable mea-
surements in shear gradients. The effect of a shear flow on the depletion interaction between
a sphere and a wall caused by colloidal suspensions of rods and platelets is investigated.
The thesis starts discussing different approaches, chosen to devise a technique, enabling the
acquisition of potentials from colloidal probe spheres in a shear field. In a first step tentative
experiments are performed, showing that standard TIRM measurements, employing tweezers
and a photomultiplier as detection unit, already result in an influence of flow on the sphere–
wall interaction potential. This result is not expected for spherical particles in front of a wall.
In a fist attempt to create a simple model in order to explain the occurring effect, it is reasoned
that the observed effect stems from the usage of optical tweezers in combination with a shear
field. With the tweezers keeping a particle in place, an increase of the apparent weight force of
the probe particle with increasing shear rate respectively flow is observed. The effect is strong
enough to cover most other potential contributions such as depletion. Moreover, performing
single particle measurements in flow fields turn out to be extremely sensitive, since the parti-
cle always has a probability to escape the optical trap during a measurement series, making
the collection of data extremely time consuming. While the tweezers’ effect on an interaction
potential is regarded as being an obstacle on the way of measuring flow affected depletion
potentials, it might offer a way to measure rotation of particles in works to come. However,
when applying shear gradients during this work, the standard TIRM method is abandoned and
replaced by one, working without tweezers and employing a CCD camera as detector, while
using particle tracking for the analysis. In the course of a number of comparison experiments,
the two methods are shown to be equivalent in quiescent state, both offering certain advan-
tages and drawbacks. In addition, doing camera based measurement opens the possibility to
do fluorescent measurements and observe multiple particles at the same time. Fluorescence
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experiments yield a better signal to noise ratio and the fluorescence intensity is less dependent
on the particles size, enabling measurements on relatively small particles (diameter 100 nm),
which are not yet accessible.
After finishing the modifications to the setup, the depletion effect caused by fd virus, a
model system for long, stiff rods with a high aspect ratio, is studied extensively. In particular,
the still finite flexibility of fd virus is one focus of interest. To investigate the influence of
flexibility on the depletion of fd virus two different variants are used in measurements with-
out flow: wild type fd and the mutant Y21M. The later one is an fd variant with an altered
protein in its shell, giving it a three times higher persistence length than the wild type and
otherwise unchanged properties. The data collected on both variants shows no discernible
difference, leading to the conclusion that the finite flexibility only plays a minor role for the
depletion behaviour of fd. The depletion potentials caused by the two variants of fd virus fol-
low the theoretical prediction for depletion due to infinitely thin, long rods well up to a certain
concentration, which depends on the chosen probe sphere size. Above this concentration the
measured potentials deviate from the simple depletion prediction, and they are considerably
deeper than predicted. It is speculated that this might due to Coulomb interaction or a forma-
tion of a rod network close to the wall. But for the purpose of investigating structural changes
of the depletant ensemble, TIRM is not the appropriate tool. Conducting experiments with a
confocal microscope in the vicinity of the wall and a sphere might give more information about
this phenomenon in the future. At low sphere wall separation distances a deviation between
theory and measurements is found for all investigated fd concentrations. Refitting data for var-
ious probe sphere sizes with a slightly modified depletion model leads to the assumption that
fd virus never exhibits pure depletion behaviour. Another possibility to explain the mismatch
at small distances might be that this deviating potential is just an artifact of the employed
technique, respectively a result of non perfect referencing to the potential without depletant
present. To further study and confirm this effect, some independent measurements like micro
rheological experiments or force measurements using optical tweezer were required. Unfortu-
nately, this was not possible in the frame of this thesis. Conducting experiments in shear field
with fd virus as a depletant gives no indication of an influence of flow. There a some small
variations between flow affected depletion potentials and the ones at rest, but the difference
is that small that it coincides with the prevalent, inherent measurement error of the technique.
The lack of an effect is attributed to the fact that the investigated rod concentrations are already
well in the overlap region. This results in a drastic slowdown of the rotational diffusion due
to interactions between the rods, which are not taken into consideration for the simple model,
predicting an alignment of the rod like depletants.
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A second system investigated in the scope of this thesis are silica coated gibbsite platelets.
Like fd viruses they are used to study depletion behaviour. In contrast to rod like depletants, no
earlier studies comparing theoretical models to the direct oberservation of the depletion effect
of plate shaped depletants exist. Due to slight turbidity of the platelet suspensions and possible
interaction with the optical tweezers, the potential measurements are performed fluorescently
(TIRF). After extending an existing theoretical description for perfectly monodisperse, in-
finitely thin, circular platelets to account for polydispersity, very good agreement between
measurement and theory is found. Furthermore, the modifications to the theory allows to
measure the parameters of the platelets’ size distribution by fitting the modified model to the
experimental depletion potentials. The determined parameters agree well with those deter-
mined by TEM measurements. Complementing the measurement in rest, experiments in a
flow field are performed. Although for the platelets the necessary shear rates required to align
a free platelet are expected to be 10 times higher as compared to the fd viruses, the generated
shear gradient appears to influence the depletion behaviour of the platelets. With increasing
shear rate, the potentials depth is diminished until the potential becomes indistinguishable
from the one without platelets. This is exactly the effect anticipated when considering sim-
ple alignment of the rods. Still the applied shear rates are well below the estimated value,
above which rotational diffusion should be suppressed. Nevertheless, the investigated con-
centrations are well within the overlap region, giving rise to a drastically reduced rotational
diffusion. Experiments at higher platelet mass concentrations show a behaviour, similar to the
one observed for the fd viruses. But at low shear rates even a deepening and change in shape
of the potential is observed. Due to a limited amount of platelet sample, further experiments
were not possible up to this point. Except for some speculations,no solid explanation for the
occurring phenomena may be offered at the moment.
For future work the behaviour in flow fields of shorter and longer rod–like depletants in the
form of viruses is of interest. The change of the depletion when a shear gradient is imposed
on a platelet suspension needs to be further studied. Here, confocal microscopy studies of
labeled platelets or viruses might offer a way to get a better understanding of the underlying
mechanism, giving a hint to the change of behaviour when shearing at higher concentrations.
Zusammenfassung
Gegenstand der Arbeit ist die Untersuchung des Einflusses von Suspensionen kolloidaler
Stäbchen und Plättchen auf das Wechselwirkungspotential zwischen einer Sondenkugel und
einer Wand mit Hilfe von totaler interner Relflexionsmikroskopie (TIRM) in ruhenden Sys-
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temen und solchen, die einem Schergradienten ausgesetzt werden. Der erste Teil der Arbeit
befasst sich mit der Erweiterung der TIRM–Methode zur Messung in Scherfeldern. Es zeigt
sich, dass das Standardverfahren, welches auf der Messung an einzelnen Partikeln beruht, für
die Messung in Scherströmungen ungeeignet ist. Im Rahmen der Modifikationen wird der
gewöhnlich verwendete Sekundärelektronenvervielfacher durch eine CCD–Kamera ersetzt.
Statt Einzelpartikelmessungen erfolgt die Messung vieler Partikel zur selben Zeit. Es lässt
sich durch Vergleich zeigen, dass der Einsatz der Kamera weitgehend äquivalent zur Ver-
wendung der Standardmethode ist und zu den selben Ergebnissen führt. Außerdem erweitert
die Kamera den Aufbau um die Option der Messung mit fluoreszenten Sondenpartikeln. Als
erstes experimentelles System werden stäbchenförmige Verarmungskolloide, sogenannte fd–
Viren untersucht. Diese Messungen geschehen einerseits in Ruhe als allgemeine Referenz und
andererseits unter Scherung. Die Viren werden dabei als Modellsystem für steife Stäbchen be-
trachtet. Während der statischen Messungen wird der Einfluss der letztlich doch finiten Flexi-
biltät der Stäbchen auf die erzeugten Verarmungspotentiale durch Vergleich mit einem, bis auf
höhere Steifigkeit identischen, Virusmutanten (Y21M) studiert. Im Rahmen der Genauigkeit
von TIRM–Messungen kann kein statistisch relevanter Unterschied zwischen den beiden Vari-
anten ausgemacht werden. Die Viren folgen den theoretischen Vorhersagen für unendlich
dünne, lange Stäbchen sehr gut, bis hin zu einer gewissen Schwellenkonzentration, was im
Widerspruch zu früheren Arbeiten steht. Oberhalb dieser, von der Sondenkugelgröße abhängi-
gen, Schwellenkonzentration weichen die gemessenen Potentiale deutlich von der Vorhersage
ab, und die Wechselwirkungsenergien sind wesentlich höher als dies theoretisch vorausgesagt
wird. Stäbchensuspensionen, die einem Scherfeld ausgesetzt werden, zeigen widererwarten
keine veränderten Veramungswechselwirkungseigenschaften. Als zweites experimentelles
Modellsytem werden Gibbsitplättchen eingesetzt. Es gelingt hier zum ersten mal eine Mes-
sung einer von Plättchen verursachter Verarmungswechselwirkung. Nach Erweiterung einer
existierenden Theorie auf moderat polydisperse Systeme, zeigt sich gute Übereinstimmung
zwischen Modell und Messung. Ergebnisse von Messungen in Scherfeldern unter Anwesen-
heit der Plättchen weisen darauf hin, dass bei nicht allzu hohen Plättchenmassenkonzentra-
tionen die Verarmungspotentialtiefe kontinuierlich durch Erhöhung der Scherrate verringert
werden kann, was auf eine Ausrichtung der Plättchen schließen lässt. Bei höheren Konzen-
trationen ist das Verhalten ähnlich zu den Beobachtungen bei Stäbchen (keine Änderung). Im
Gegenteil zeigt sich eine Vertiefung des Potentials für spezifische Scherraten.
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